Desert View Power. [ne, a stfiliare of

Greenleaf
P POWER

January 15, 2019

DVP-190002

Director, Air Management Division
Attention: A-3-3

U.S. Environmental Protection Agency
75 Hawthorne Street

San Francisco, California 94105-3901

Subject: Desert View Power 4th Quarter, Quarterly Emission Report for 2018.

RE: A-3-1

NSR 4-4-11
SE 87-01
Dear Sir:

In compliance with our permit, enclosed are the following:

1) 4th Quarter, Quarterly Emissions Report for 2018 for Desert View Power
e Emissions summary reports for each permitted pollutant for our two boilers.

e  Excess emissions reports from each of our two CEMS.
This report covers the period from October 01, 2018 to December 31, 2018.
If you have questions or comments, please feel free to call me at (760) 262-1653.

Sincerely,

omert iffur

James Russell Huffman

Vice President of CA operations / Plant Manager




Desert View Power, Inc. an afiliawe oy

Greenleaf
P POWER

Enclosure

CcC:

Chief, Stationary Source Division
California Air Resources Board
P.0O. Box 2815

Sacramento, CA 95814

Air Pollution Control Officer

Attention: Mr. David Jones, AQAC Supervisor
South Coast Air Quality Management District
21865 E. Copley Drive

Diamond Bar, CA 91765-4182

Air Division Director /
U.S. Environmental Protection Agency
Attention: AIR-5

75 Hawthorne Street

San Francisco, California 94105-3901




EMISSIONS SUMMARIES

BOILER #1

CO Ib/hr
CO ppm
NOx Ib/MMBt. -
NOx Ib/hr
NOx ppm
SOx Ib/MMBitu -
SOx Ib/hr
* SOx ppm

. dpacity



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,2018

Pollutant: CO

Emissions limitation(s): 13 1lbs/hr.
Monitor Manufacturer and Model No.: CAI
ZRE/A3F4992T
Date of last CMS certification or audit: Emissions Performance
Test on

March 30, 2018
Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers. '
Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123 hr
Emission Summary!?!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: . 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary?!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
c. Quality assurance calibration: 0.0 hr
d. Other known causes: 57.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 57.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 2.68% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in *
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: CO

Emissions limitation(s): 231 ppm @ 3% 0.
Monitor Manufacturer and Model No.: CAI
ZRE/A3F4992T

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018

Process unit (s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.0% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 71.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 71.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.34% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: NOx

Emissions limitgtion(s): 0.30 1b / Million BTU
Monitor Manufacturer and Model No.: CAT
: ZRE/A3F4992T

Date of last CMS certification or audit: FEmissions Performance
Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!?!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.0% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 66.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 66.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.11% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,
2018Pollutant: NOx

Emissions limitation(s): 30 1lb/hr

Monitor Manufacturer and Model No.: CAI
ZRE/A3F4992T

Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!?

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problems: 1.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 1.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.05% 2

CMS Performance Summary!

1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 45,0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 45.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 2.12% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: NO,

Emissions limitation(s): 94 ppm @ 3% O,.
Monitor Manufacturer and Model No.: CAT
ZRE/A3F4992T
Date of last CMS certification or audit: FEmissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c Process problems: 0.0 hr
d Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!

1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 69.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 69.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time =3.25% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: SOy

Emissions limitation(s): 1.2 1b / Million BTU
Monitor Manufacturer and Model No.: CAT
ZRE/A3F4992T

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C Process problems: 0.0 hr
d Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: .0 hr
3. Total duration of excess emissions / Total source operating
time x 100% = % of Total source operating time = 0.0% 2
CMS Performance Summary!
1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 68.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 68.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.20% °
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance
Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: SO,
Emissions limitation(s): 12 1b/hr.

Monitor Manufacturer and Model No.: CAT
ZRE/A3F4992T

Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit (s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a Startup/Shutdown: 0.0 hr
b Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d Other known problems: 1.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.05% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
c. Quality assurance calibration: 0.0 hr
d. Other known causes: 38.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 38.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 1.79% -

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: SO,

Emissions limitation(s): 27 ppm @ 3% O,.
Monitor Manufacturer and Model No.: CAI
ZRE/A3F4992T

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary?!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
c. Quality assurance calibration: 0.0 hr
d. Other known causes: 69.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 69.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.25% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is & percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018
Pollutant: Opacity

Emissions limitation(s): 10% 3-min period.
20% 6-min period.
Monitor Manufacturer and Model No.: CMS-CISCO Model 10001330
Opacity-Monitor Labs Inc.
LightHawk 560

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018
Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123 hr or
127380 minutes

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0 min
b. Control equipment problems: 0 min
c. Process problems: 0 min
d. Other known problems: 0 min
e. Unknown problems: 0 min
2. Total duration of excess emissions: 0 min
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.0% 2

CMS Performance Summary!

1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0 min
b. Non-monitor equipment malfunction: 0 min
C. Quality assurance calibration: 0 min
d. Other known causes: 4926 min
e. Unknown causes: 0 min
2. Total CMS downtime: 4926 min
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.8672% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



EMISSIONS SUMMARIES

BOTLER #2

CO Ib/hr

CO ppm

NOx Ib/MMBta
NOx Ib/hr

NOx ppm

SOx Ib/MMBm
SOxIbhr
SOz ppm

Opacity



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,
2018Pollutant: CO

Emissions limitation(s): 13 1lb/hr.

Monitor Manufacturer and Model No.: CAI
ZRE/A3F4993T

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr
Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 6.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time =0.30% 2
CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
c. Quality assurance calibration: 0.0 hr
d. Other known causes: 61.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 61.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.03% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,
2018Pollutant: CO

Emissions limitation(s): 231 ppm @ 3% O,.

Monitor Manufacturer and Model No.: CAI

ZRE/A3F4993T
Date of last CMS certification or audit: Emissions Performance
Test on

March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!?

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problemns: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!

1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 96.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 96.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 4.76% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and

Monitoring System Performance
Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254
Reporting period dates: From October 1, 2018 to December 31, 2018
Pollutant: NOyx
Emissions limitation(s): 0.30 1lb / Million BTU

Monitor Manufacturer and Model No.: CAT
ZRE/A3F4993T

Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!?!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.0% 2

CMS Performance Summary?
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 70.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 70.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.47% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: 1If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7{c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: NOy

Emissions limitation(s): 30 1lb/hr
Monitor Manufacturer and Model No.: CAT
ZRE/A3F4993T
Date of last CMS certification or audit: Emissions Performance
Test on

March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C Process problems: 0.0 hr
d Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
L2, Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 37.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 37.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 1.84% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2 For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance
Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254
Reporting period dates: From October 1, 2018 to December 31, 2018
Pollutant: NO,

Emissions limitation(s): 94 ppm @ 3% O,.

Monitor Manufacturer and Model No. : CAT
ZRE/A3F4993T

Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary?

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 70.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 70.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.47% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: SOk

Emissions limitation(s): 1.2 1b / Million BTU
Monitor Manufacturer and Model No.: CAT
ZRE/A3F4993T
Date of last CMS certification or audit: Emissions Performance
Test on

March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.0% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 69.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 69.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.42% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018
Pollutant: SO,

Emissions limitation(s): 12 1b/hr.
Monitor Manufacturer and Model No.: CAT
ZRE/A3F4993T
Date of last CMS certification or audit: Emissions Performance
Test on

March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C Process problems: 0.0 hr
d Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

o

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!

1. CMS downtime in reporting period due to:
a Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
c Quality assurance calibration: 0.0 hr
d Other known causes: 34.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 34.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 1.69% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,
2018Pollutant: SO,

Emissions limitation(s): 27 ppm @ 3% O,.
Monitor Manufacturer and Model No.: CAI
ZRE/A3F4993T

Date of last CMS certification or audit: FEmissions Performance
Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!?

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a Monitor equipment malfunction: 0.0 hr
b Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d Other known causes: 69.0 hr
e Unknown causes: 0.0 hr
2. Total CMS downtime: 69.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.42% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in °*
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,
20182018Pollutant: Opacity

Emissions limitation(s): 10% 3-min period.
20% 6-min period.
Monitor Manufacturer and Model No. : CMS-CISCO Model 10001330

Opacity-Monitor Labs Inc.
LightHawk 560

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018

Process unit (s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr or
120,960 minutes

Emission Summary?

1. Duration of excess emissions in reporting period due to:
a Startup/Shutdown: 0 min
b. Control equipment problems: 0 min
C Process problems: 0 min
d Other known problems: 0 min
e. Unknown problems: 0 min
2. Total duration of excess emissions: 0 min
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.0% 2

CMS Performance Summaryl

1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0 min
b. Non-monitor equipment malfunction: 0 min
C. Quality assurance calibration: 0 min
d. Other known causes: 4926 min
e. Unknown causes: 0 min
2. Total CMS downtime: 4926 min
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 4.0724% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



EMISSIONS DOWNTIME
REPORT
BOILER #1 CEMS



Boiler 1 CEMS Downtime

Colmac Energy

NOx ppm @3% 02 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action
NOx ppm @3% 02 10/7/2018 12:00 PM  1:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
v Maintenance back in service

NOx ppm @3% 02 10/27/2018 12:00 PM 6:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx ppm @3% 02 10/31/2018 2:00 PM  11:59 PM 10 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx ppm @3% 02 11/1/2018 12:00 AM  6:59 AM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 11/11/2018 12:00 PM  1:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 11/17/2018 12:00 PM  12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. . back in service.

NOx ppm @3% 02 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx ppm @3% 02 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx ppm @3% 02 11/23/2018 1:00 PM  1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/1/2018 1:00 PM 3:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/5/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/10/2018 2:00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/15/2018 10:00 PM  11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/24/2018 1:00 AM  2:59 AM 2 hours Communication failure, false Rebooted Cedar's computer,
readings. communications back.

NOx ppm @3% 02 12/28/2018 10:00 AM  10:59 AM 1 hour CEM out of service for Maintenance completed, CEM

maintenance.

back in service.

CeDAR Reports 1/14/2019 12:00 PM, Boiler 1 CEMS Downtime
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Parameter Start End Duration Reason Action

Total duration 69 hours
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Boiler 1 CEMS Downtime

Colmac Energy

NOx Ib/mmBtu CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter

Start

End

Duration

Reason

Action

NOx tb/mmBtu

NOx Ib/mmBtu

NOx Ib/mmBtu

NOXx Ib/mmBtu

NOx Ib/mmBtu

NOx Ib/mmBtu

NOx Ib/mmBtu

“NOx Ib/mmBtu

NOXx Ib/mmBtu

NOXx Ib/mmBtu

NOx Ib/mmBtu

NOx Ib/mmBtu

NOx Ib/mmBtu

NOx Ib/mmBtu

NOXx Ib/mmBtu

NOx Ib/mmBtu

NOx Ib/mmBtu

NOx Ib/mmBtu

10/7/2018 12:00 PM

10/27/2018 12:00 PM

10/31/2018 2:00 PM

11/1/2018 12:00 AM

11/11/2018 12:00 PM

11/17/2018 12:00 PM

11/21/2018 8:00 AM

11/21/2018 10:00 AM

11/23/2018 1:00 PM

12/1/2018 1:00 PM

12/5/2018 12:00 AM

12/10/2018 2:00 AM

12/10/2018 4:00 AM

12/15/2018 10:00 PM

12/16/2018 12:00 AM

12/18/2018 11:00 AM

12/24/2018 1:00 AM

12/28/2018 10:00 AM

1:59 PM

6:59 PM

11:59 PM

6:59 AM

1:59 PM

12:59 PM

8:59 AM

10:59 AM

1:59 PM

3:59 PM

11:59 AM

2:59 AM

6:59 AM

11:59 PM

11:59 AM

11:59 AM

2:59 AM

10:59 AM

2 hours

7 hours

10 hours

7 hours

2 hours

1 hour

1 hour

1 hour

1 hour

3 hours

12 hours

1 hour

3 hours

2 hours

12 hours

1 hour

2 hours

1 hour

Cem Out Of Service for
Maintenance

Cem OQut Of Service for
Maintenance

Cem Out Of Service for
Maintenance

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM taken out of service for
CGA testing.

CEM taken out of service for
CGA testing.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.
Communication failure, false
readings.

CEM out of service for
maintenance.

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

CGA testing completed, CEM
placed back in service.

CGA testing completed, CEM
placed back in service.
Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Rebooted Cedar's computer,
communications back.

Maintenance completed, CEM
back in service.
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Parameter Start End Duration Reason Action

Total duration ' 69 hours
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Boiler 1 CEMS Downtime

Colmac Energy
NOx Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

NOx Ib/hr 10/7/2018 12:00 PM  1:59 PM 2 hours Cem Qut Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/hr 11/11/2018 12:.00 PM 1:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 11/17/2018 12:00 PM 12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx Ib/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx Ib/hr 11/23/2018 1:.00 PM  1:59 PM 1 hour CEM out of service for Maintenance completed, CEM

. maintenance. back in service.

NOx Ib/hr 12/1/2018 1:00 PM 3:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/5/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/10/2018 2:00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/15/2018 10:00 PM  11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/24/2018 1:00 AM  1:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

NOx Ib/hr 12/28/2018 10:00 AM  10:59 AM 1 hour CEM out of service for Maintenance completed, CEM

maintenance.

back in service.

Total duration 44 hours

CeDAR Reports 1/14/2019 12:00 PM, Boiler 1 CEMS Downtime
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Boiler 1 CEMS Downtime

Colmac Energy

S02 ppm @3% 02 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action
SO2 ppm @3% 02 10/7/2018 12:00 PM  1:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
SO2 ppm @3% 02 10/27/2018 12:00 PM 6:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
SO2 ppm @3% 02 10/31/2018 2:00 PM  11:59 PM 10 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
SO2 ppm @3% 02 11/1/2018 12:00 AM  6:59 AM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 11/11/2018 12:00 PM  1:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 11/17/2018 12:00 PM  12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.
SO2 ppm @3% 02 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
. CGA testing. placed back in service.
S0O2 ppm @3% 02 11/23/2018 1:00 PM  1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
‘ maintenance. back in service.
SO2 ppm @3% 02 12/1/2018 1:00 PM 3:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 12/5/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
S0O2 ppm @3% 02 12/10/2018 2:00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 12/15/2018 10:00 PM  11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
‘ maintenance, back in service.
SO2 ppm @3% 02 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
S02 ppm @3% 02 12/24/2018 1:00 AM  2:59 AM 2 hours Communication failure, false Rebooted Cedar's computer,
readings. communications back.
Total duration 68 hours
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Boiler 1 CEMS Downtime

Colmac Energy

S02 Ib/mmBtu CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action
SO2 Ib/mmBtu 10/7/2018 12:00 PM  1:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
: Maintenance back in service

S02 Ib/mmBtu 10/27/2018 12:00 PM  6:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

SO2 Ib/mmBtu 10/31/2018 2.00 PM  11:59 PM 10 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

SO2 Ib/mmBtu 11/1/2018 12:00 AM  6:59 AM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S02 Ib/mmBtu 11/11/2018 12:00 PM  1:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S02 Ib/mmBtu 11/17/2018 12:00 PM  12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S0O2 Ib/mmBtu 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

SO2 Ib/mmBtu 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

S02 Ib/mmBtu 11/23/2018 1:00 PM  1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/mmBtu 12/1/2018 1:00 PM 3:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service,

SO2 Ib/mmBtu 12/5/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S0O2 Ib/mmBtu 12/10/2018 2:00 AM  2:58 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/mmBtu 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S0O2 Ib/mmBtu 12/15/2018 10:00 PM  11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S0O2 Ib/mmBtu 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/mmBtu 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO02 Ib/mmBtu 12/24/2018 1:00 AM  2:59 AM 2 hours Communication failure, false Rebooted Cedar's computer,
readings. communications back.

Total duration 68 hours
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Boiler 1 CEMS Downtime

Colmac Energy

SO2 Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

S02 Ib/hr 10/7/2018 12:.00 PM  1:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

S02 Ib/hr 11/17/2018 12:00 PM  12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S0O2 Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

S02 Ib/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

. S02 Ib/hr 11/23/2018 1:00 PM  1:59 PM 1 hour CEM out of service for Maintenance completed, CEM

maintenance. back in service.

SO2 Ib/hr 12/5/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S02 Ib/hr 12/10/2018 2:00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ibthr 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/15/2018 10:00 PM  11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO02 Ib/hr 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/24/2018 1:00 AM  1:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

Total duration 38 hours
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Boiler 1 CEMS Downtime

Colmac Energy

CO ppm @3% O2 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

CO ppm @3% 02 10/5/2018 12:00 PM  12:59 PM 1 hour CEM OUT OF SERVICE FOR MAINTENACE COMPLETE,
MAINTENANCE CEM BACK IN SERVICE

CO ppm @3% 02 10/6/2018 12:.00 PM  12:59 PM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/7/2018 12:00 PM  1:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/27/2018 12:00 PM 6:59 PM 7 hours Cem Qut Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/31/2018 2:00 PM  11:59 PM 10 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 11/1/2018 12:.00 AM  6:59 AM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 11/11/2018 12:00 PM  1:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 11/17/2018 12:00 PM  12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for " CGA testing completed, CEM
CGA testing. placed back in service.

CO ppm @3% 02 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

CO ppm @3% 02 11/23/2018 1:00 PM  1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/1/2018 1:00 PM 3:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/3/2018 12:.00 AM  12:59 AM 1 hour Boiler shutdown. Boiler work completed, and

back online.

CO ppm @3% 02 12/5/2018 12:.00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/10/2018 2:00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service,

CO ppm @3% 02 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/15/2018 10:00 PM  11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM

maintenance.

back in service.
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Parameter ] Start End Duration

Reason

Action

CEM out of service for
maintenance.
Communication failure, false
readings.

Maintenance completed, CEM
back in service.

Rebooted Cedar's computer,
communications back.

CO ppm @3% 02 ‘ 12/18/2018 11:00 AM  11:59 AM 1 hour
CO ppm @3% 02 12/24/2018 1:.00 AM  2:59 AM 2 hours
Total duration 71 hours
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Boiler 1 CEMS Downtime

Colmac Energy
CO Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

CO Ib/hr 10/5/2018 12:00 PM  12:59 PM 1 hour CEM OUT OF SERVICE FOR MAINTENACE COMPLETE,
MAINTENANCE CEM BACK IN SERVICE

CO Ib/hr 10/6/2018 12:00 PM  12:59 PM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO Ibthr 10/31/2018 2:00 PM  11:59 PM 10 hours Cem Qut Of Service for Maintenance complete, CEM
Maintenance back in service

CO ib/hr 11/1/2018 12:00 AM  6:59 AM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 11/17/2018 12:00 PM  12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

CO Ib/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM faken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

CO Ib/hr 12/3/2018 12:00 AM  12:59 AM 1 hour Boiler shutdown. Boiler work completed, and

back online.

CO Ib/hr 12/5/2018 12:00 AM  11:59 AM ‘ 12 hours ' CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/10/2018 2:.00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/10/2018 4:.00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/15/2018 10:00 PM  11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/24/2018 1:00 AM  1:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

Total duration 55 hours

CeDAR Reports 1/14/2019 12:00 PM, Boiler 1 CEMS Downtime
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EMISSIONS DOWNTIME
REPORT
BOILER #2 CEMS



Boiler 2 CEMS Downtime

Colmac Energy

NOx ppm @3% O2 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter

Start

End

Duration

Reason

Action

NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% O2

NOx ppm @3% 02

10/6/2018 1:00 PM

10/7/2018 1:00 AM

10/7/2018 1:00 PM

10/14/2018 1:00 PM

10/14/2018 5:00 PM

10/15/2018 12:00 AM

10/27/2018 1:00 PM
11/1/2018 10:00 PM
11/3/2018 11:00 AM

11/21/2018 8:00 AM

11/21/2018 10:00 AM

12/2/2018 1:00 PM

12/4/2018 6:00 AM

12/7/2018 4:00 PM

12/8/2018 3:00 AM

12/8/2018 6:00 PM

12/9/2018 12:00 AM

12/9/2018 1:00 PM

1:59 PM

1:59 AM

2:59 PM

2:59 PM

11:59 PM

6:59 AM

6:59 PM

10:59 PM

6:59 PM

8:59 AM

10:59 AM

2:59 PM

8:59 AM

6:59 PM

6:59 AM

11:59 PM

3:59 AM

1:59 PM

1 hour

1 hour

2 hours

2 hours

7 hours

7 hours

6 hours

1 hour

8 hours

1 hour

1 hour

2 hours

3 hours

3 hours

4 hours

6 hours

4 hours

1 hour

Cem Qut Of Service for
Maintenance

Cem Qut Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Qut Of Service for
Maintenance

Cem Qut Of Service for
Maintenance

Cem OQut Of Service for
Maintenance

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM taken out of service for
CGA testing.

CEM taken out of service for
CGA testing.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

CGA testing completed, CEM
placed back in service.

CGA testing completed, CEM
placed back in service.
Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Parameter Start End Duration Reason Action

NOx ppm @3% 02 12/13/2018 4:00 PM  10:59 PM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/14/2018 9:00 AM-  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/24/2018 2:.00 AM  2:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

Total duration 70 hours

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime

Page 2 of 14



Boiler 2 CEMS Downtime

Colmac Energy

NOx Ib/mmBtu CEMS Downtime for 10/1/2018 thru 12/31/2018

maintenance.

Parameter Start End Duration Reason Action

NOx Ib/mmBtu 10/6/2018 1:00 PM 1:59 PM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/mmBtu 10/7/2018 1:00 AM 1:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/mmBtu 10/7/2018 1:00 PM 2:59 PM 2 hours Cem OQut Of Service for Maintenance complete, CEM
Maintenance back in service

NOx lb/mmBtu 10/14/2018 1:00 PM  2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM

: Maintenance back in service

NOx Ib/mmBtu 10/14/2018 5:00 PM  11:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/mmBtu 10/15/2018 12:00 AM 6:59 AM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOXx Ib/mmBtu 10/27/2018 1:00 PM  6:59 PM 6 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/mmBtu 11/1/2018 10:00 PM  10:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 11/3/2018 11:00 AM  6:59 PM 8 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx Ib/mmBtu 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx Ib/mmBtu 12/2/2018 1:00 PM 2:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/4/2018 6:00 AM 8:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/7/2018 4:00 PM 6:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/8/2018 3:00 AM 6:59 AM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/8/2018 6:00 PM 11:59 PM 6 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/9/2018 12:00 AM  3:59 AM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/9/2018 1:00 PM 1:59 PM 1 hour CEM out of service for Maintenance completed, CEM

back in service.

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Parameter Start End

Duration Reason Action

NOx Ib/mmBtu 12/13/2018 4:00 PM  10:59 PM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/24/2018 2:.00 AM  2:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

Total duration 70 hours

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Boiler 2 CEMS Downtime

Colmac Energy

NOx Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

NOx Ib/hr 10/7/2018 1:00 AM 1:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/hr 10/7/2018 1:00 PM 2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/hr 10/14/2018 1:.00 PM  2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/hr 10/14/2018 5:.00 PM  11:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/hr 10/15/2018 12:00 AM  6:59 AM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/hr 11/3/2018 11:00 AM  3:59 PM 5 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx Ib/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx Ib/hr 12/2/2018 1:00 PM 2:59 PM 2 hours CEM out of service for Maintenance completed, CEM

) maintenance. back in service.

NOx Ib/hr 12/4/2018 6:00 AM 8:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/4/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/9/2018 1:00 PM 1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/18/2018 7:00 AM  7:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/24/2018 2:.00 AM  2:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

Total duration 37 hours

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Boiler 2 CEMS Downtime

Colmac Energy

S02 ppm @3% 02 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter

Start

End

Duration

Reason

Action

SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
S02 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02

SO2 ppm @3% 02

10/6/2018 1:00 PM

10/7/2018 1:00 AM

10/7/2018 1:00 PM

10/14/2018 1:00 PM

10/14/2018 5:00 PM

10/15/2018 12:00 AM

10/27/2018 1:00 PM

11/1/2018 10:00 PM

11/3/2018 11:00 AM

11/21/2018 8:00 AM

11/21/2018 10:00 AM

12/2/2018 1:00 PM

12/4/2018 6:00 AM

12/7/2018 4:00 PM

12/8/2018 3:00 AM

12/8/2018 6:00 PM

12/9/2018 12:00 AM

12/9/2018 1:00 PM

1:59 PM

1:59 AM

2:59 PM

2:59 PM

11:59 PM

6:59 AM

6:59 PM

10:59 PM

6:59 PM

8:59 AM

10:59 AM

2:59 PM

8:59 AM

6:59 PM

6:59 AM

11:59 PM

3:59 AM

1:59 PM

1 hour

1 hour

2 hours

2 hours

7 hours

7 hours

6 hours

1 hour

8 hours

1 hour

1 hour

2 hours

3 hours

3 hours

4 hours

6 hours

4 hours

1 hour

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM taken out of service for
CGA testing.

CEM taken out of service for
CGA testing.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

CGA testing completed, CEM
placed back in service.

CGA testing completed, CEM
placed back in service.
Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Duration

Reason

Action

Parameter Start End
SO2 ppm @3% 02 12/13/2018 4:00 PM  10:59 PM
SO2 ppm @3% 02 12/14/2018 9:00 AM  10:59 AM

7 hours

2 hours

CEM out of service for
maintenance.
CEM out of service for
maintenance.

Maintenance completed, CEM

back in service.

Maintenance completed, CEM

back in service.

Total duration

69 hours

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Boiler 2 CEMS Downtime

Colmac Energy

SO2 Ib/mmBtu CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action
S02 Ib/mmBtu 10/6/2018 1:00 PM 1:59 PM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
SO02 Ib/mmBtu 10/7/2018 1:00 AM 1:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
S02 ib/mmBtu 10/7/2018 1:00 PM 2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
S02 Ib/mmBtu 10/14/2018 1:00 PM  2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
S02 Ib/mmBtu 10/14/2018 5:00 PM  11:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
SO2 Ib/mmBtu 10/15/2018 12:00 AM 6:59 AM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
S02 ib/mmBtu 10/27/2018 1:00 PM  6:59 PM 6 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
S02 Ib/mmBtu 11/1/2018 10:00 PM  10:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 Ib/mmBtu 11/3/2018 11:00 AM  6:59 PM 8 hours CEM out of service for Maintenance completed, CEM
. maintenance. back in service.
S02 Ib/mmBtu 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.
S02 Ib/mmBtu 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.
S02 Ib/mmBtu 12/2/2018 1:00 PM 2:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
S02 Ib/mmBtu 12/4/2018 6:00 AM 8:59 AM 3 hours CEM out of service for Maintenance completed, CEM
' maintenance. back in service.
SO2 Ib/mmBtu 12/7/2018 4:00 PM 6:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
S02 Ib/mmBtu 12/8/2018 3:00 AM 6:59 AM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. * back in service.
S02 Ib/mmBtu 12/8/2018 6:00 PM 11:59 PM 6 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO02 Ib/mmBtu 12/9/2018 12:00 AM  3:59 AM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 Ib/mmBtu 12/9/2018 1:00 PM 1:59 PM 1 hour CEM out of service for Maintenance completed, CEM

maintenance.

back in service.

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Duration

Reason

Action

Parameter Start End
S02 Ib/mmBtu 12/13/2018 4:00 PM  10:59 PM
S02 Ib/mmBtu 12/14/2018 9:00 AM  10:59 AM

7 hours

2 hours

CEM out of service for
maintenance.
CEM out of service for
maintenance.

Maintenance completed, CEM

back in service.

Maintenance completed, CEM

back in service.

Total duration

69 hours

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime

Page 9 of 14



Boiler 2 CEMS Downtime

Colmac Energy

S02 Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

S02 Ib/hr 10/7/2018 1:00 AM 1:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

S02 Ib/hr 10/7/2018 1:00 PM 2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

SO2 Ib/hr 10/14/2018 1:00 PM  2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

SO2 Ib/hr 10/14/2018 5:00 PM  11:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

SO2 Ibfhr 10/15/2018 12:00 AM  6:59 AM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

S0O2 Ib/hr 11/3/2018 11:00 AM  3:59 PM 5 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

SO2 Ib/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

SO2 Ib/hr 12/4/2018 6:00 AM 8:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/4/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service,

SO2 Ib/hr 12/9/2018 1:00 PM 1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service:

SO2 lb/hr 12/18/2018 7:00 AM  7:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

Total duration 34 hours

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Boiler 2 CEMS Downtime

Colmac Energy

CO ppm @3% 02 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter

Start

End

Duration

Reason

Action

CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02
CO ppm @3% 02

CO ppm @3% 02

10/6/2018 1:00 PM

10/7/2018 1:00 AM

10/7/2018 1:00 PM

10/14/2018 1:00 PM

10/14/2018 5:00 PM

10/15/2018 12:00 AM

10/16/2018 11:00 AM

10/27/2018 1:00 PM

11/1/2018 10:00 PM

11/3/2018 11:00 AM

11/3/2018 8:00 PM

11/21/2018 8:00 AM

11/21/2018 10:00 AM

11/30/2018 4:00 PM

12/1/2018 1:00 PM

12/2/2018 1:00 PM

12/4/2018 6:00 AM

12/7/2018 4:00 PM

1:59 PM

1:59 AM

2:59 PM

2:59 PM

11:59 PM

6:59 AM

11:59 AM

6:59 PM

10:59 PM

6:59 PM

8:59 PM

8:59 AM

10:59 AM

7:59 PM

4:59 PM

2:59 PM

8:59 AM

6:59 PM

1 hour

1 hour

2 hours

2 hours

7 hours

7 hours

1 hour

6 hours

1 hour

8 hours

1 hour

1 hour

1 hour

4 hours

4 hours

2 hours

3 hours

3 hours

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem OQut Of Service for
Maintenance

Cem Out Of Service for
Maintenance

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM taken out of service for
CGA testing.

CEM taken out of service for
CGA testing.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

CGA testing completed, CEM
placed back in service.

CGA testing completed, CEM
placed back in service.
Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Parameter Start End Duration Reason Action

CO ppm @3% 02 12/7/2018 10:00 PM  10:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/8/2018 3:00 AM 6:59 AM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/8/2018 3:00 PM 3:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/8/2018 5:00 PM 11:59 PM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/9/2018 12:00 AM  1:59 PM 14 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/13/2018 4:00 PM  10:59 PM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/14/2018 12:.00 AM  1:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

Total duration 93 hours

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Boiler 2 CEMS Downtime

Colmac Energy

CO Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action
CO Ib/hr 10/6/2018 1:00 PM 1:59 PM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/7/2018 1:00 AM 1:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/7/2018 1:00 PM 2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/14/2018 1:00 PM  2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/14/2018 5:00 PM  11:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/15/2018 12:00 AM 6:59 AM 7 hours Cem Qut Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/16/2018 11:00 AM  11:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 11/3/2018 11:00 AM  3:59 PM 5 hours CEM out of service for Maintenance completed, CEM
: maintenance. back in service.
CO Ib/hr 11/3/2018 8:00 PM 8:59 PM 1 hour CEM out of service for Maintenance completed, CEM
) maintenance. back in service.
CO Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.
CO Ib/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.
CO Ib/hr 11/30/2018 4:.00 PM  7:59 PM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO lb/hr 12/1/2018 1:00 PM 4:59 PM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO Ib/hr 12/4/2018 6:00 AM 8:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO Ib/hr 12/4/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO Ib/hr 12/7/2018 10:00 PM  10:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO Ib/hr 12/8/2018 3:00 PM 3:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO Ib/hr 12/8/2018 5:00 PM 7:59 PM 3 hours CEM out of service for Maintenance completed, CEM

maintenance.

back in service.

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Parameter Start End Duration Reason Action

CO Ib/hr 12/9/2018 4:.00 AM 1:59 PM 10 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/14/2018 12:00 AM  1:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/18/2018 7.00 AM  7:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

Total duration 61 hours
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EMISSIONS DOWNTIME
REPORT
STACK CEMS



Boilers Stack CEMS Downtime

Colmac Energy

Opacity % 6-Min Avg CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

Opacity % 6-Min Avg 10/1/2018 7:06 AM 7:17 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 10/1/2018 9:00 AM 10:05 AM 1 hour, 6 minutes  Calibrating stack opacity monitor. Calibration complete, monitor

Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg

Opacity % 6-Min Avg
| Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg

Opacity % 6-Min Avg

10/1/2018 11:00 AM  11:29 AM
10/1/2018 11:42 AM  11:59 PM
10/2/2018 12:00 AM  10:59 AM
10/2/2018 10:00 PM  11:59 PM
10/3/2018 12:00 AM  6:53 AM

10/3/2018 9:00 AM 10:59 AM
10/3/2018 11:12AM  11:28 AM
10/3/2018 10:00 PM  11:59 PM
10/4/2018 12:00 AM  9:11 AM

10/4/2018 11:12AM  10:11 PM
10/5/2018 9:00 AM 9:47 AM

10/5/2018 11:12 AM  3:41 PM

10/5/2018 10:00 PM  10:11 PM
10/10/2018 9:42 AM  10:29 AM
10/10/2018 10:36 AM  10:59 AM

10/10/2018 11:12 AM  1:11 PM

30 minutes
12 hours, 18 minutes
11 hours
2 hours
6 hours, 54 minutes
2 hours
18 minutes
2 hours
9 hours, 12 minutes
11 hours
48 minutes
4 hours, 30 minutes
12 minutes
48 minutes
24 minutes

2 hours

Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.

Calibrating stack opacity monitor.

back in service.

Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.

Calibration complete, monitor
back in service. ’

CeDAR Reports 1/14/2019 12:02 PM, Boilers Stack CEMS Downtime
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Parameter Start End Duration Reason Action

Opacity % 6-Min Avg 10/10/2018 2:18 PM  2:23 PM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 10/10/2018 3:30 PM  3:41 PM 12 minutes Callibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 10/11/2018 7:.54 AM  8:05 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 10/11/2018 11:12 AM  9:17 PM 10 hours, 6 minutes  Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/14/2018 2:30 PM  3:47 PM 1 hour, 18 minutes  Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/17/2018 8:06 AM  8:17 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/24/2018 12:30 AM  12:35 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/24/2018 12:42 AM  12:47 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/24/2018 1:.06 AM  1:17 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/24/2018 1:54 AM  2:05 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/24/2018 2:30 AM ~ 2:35 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor

_ ' ‘ back in service.

Opacity % 6-Min Avg 12/24/2018 3:54 AM  3:59 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/24/2018 4:30 AM  4:35 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/24/2018 4:42 AM  5:11 AM 30 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/24/2018 5:18 AM  5:23 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/24/2018 5:30 AM  5:35 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/24/2018 6:24 AM  6:35 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/24/2018 7:18 AM  7:29 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/26/2018 11:30 AM  11:53 AM 24 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 12/31/2018 7:12 AM 7:17 AM 6 minutes Not specified

Total duration

81 hours, 48 minutes

CeDAR Reports 1/14/2019 12:02 PM, Boilers Stack CEMS Downtime
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" EXCESS EMISSIONS REPORTS
BOILER #1 CEMS



Boiler 1 Excess Emissions

Colmac Energy
NOx ppm @3% O2 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 1 Excess Emissions

Colmac Energy
NOx Ib/mmbtu 30 SOD Rlg Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 1 Excess Emissions

Colmac Energy
NOX Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action
NOx Ib/hr 3-Hr Rolling 12/13/2018 12:00 PM  12:59 PM 1 hour 31.0 -31.0 31.0 30 Cal gas still in line Cal completed line
cleared

Total duration 1 hour
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Boiler 1 Excess Emissions

Colmac Energy
NOx Ibs/day Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 1 Excess Emissions

Colmac Energy
SO2 ppm @3% 02 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 1 Excess Emissions

Colmac Energy
S02 ppm @3% 02 30 SOD RIg Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 1 Excess Emissions

Colmac Energy
SO2 Ib/mmbtu 30 SOD RIg Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 1 Excess Emissions

Colmac Energy
S02 Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action
S02 Ib/hr 3-Hr Rolling 12/9/2018 9:00 AM 9:59 AM 1 hour 12.0 12.0 12.0 12 Combustion of fuel Raised 02, reduced
with Sulfur impurities.  fuel, and fed more
limestone.
Total duration 1 hour
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Boiler 1 Excess Emissions

Colmac Energy
CO ppm @3% O2 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit  Reason Action

There are no excess emissions for this report.
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Boiler 1 Excess Emissions

Colmac Energy
CO Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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EXCESS EMISSIONS REPORTS
BOILER #2 CEMS



Boiler 2 Excess Emissions

Colmac Energy
NOx ppm @3% O2 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.

CeDAR Reports 1/15/2019 6:49 AM, Boiler 2 Excess Emissions Page 1 of 10



Boiler 2 Excess Emissions

Colmac Energy
NOx Ib/mmbtu 30 SOD RIg Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
NOx Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
NOx Ibs/day Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
SO2 ppm @3% 02 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
S02 ppm @3% 02 30 SOD RIg Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
SO2 Ib/mmbtu 30 SOD Rlg Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
S02 Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
CO ppm @3% 02 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit  Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
‘CO Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action
CO Ib/hr 3-Hr Rolling 12/4/2018 12:00 AM  5:59 AM 6 hours 14.0 13.0 14.0 13 Cal gas regulator Cal gas regulator
failed. replaced, and back in
service.
Total duration 6 hours
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EXCESS EMISSIONS REPORTS
STACK CEMS



Boilers Stack Excess Emissions

Colmac Energy
Opacity % 3-Min Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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- Boilers Stack Excess Emissions

Colmac Energy
Opacity % 6-Min Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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South Coast Air Quality Management District
Form 500-N

Title V - Deviations, Emergencies & Breakdowns

calling AQMD at 1-800-288-7664 {1-800-CUT-SMOG) or AQMD enforcement personnel.

*This written report is in_addition to requirements to verbally report certain types of incidents. Verbal reports may be made by

Mail To:

SCAQMD

P.0. Box 4941

Diamond Bar, CA 91765-0941

Tel: (909) 396-3385
www.agmd.gov

Section | - Qperatéc Information

1. Facility Name (Busihess Name of Opefator That Appéars On Permit):

2. Valid AQMD Facility ID (Available On Permit Or Invoice Issued By

5. Provide the name, title, and phone number of the person ta contact for further information:

Kevin Lawrence Operations Manager

. AQMDY):
Desert View Power ) 100154
3. Address: 62-300 Gene Welmas Drive
(where incident occurred) Street Address
Mecca CA 92254-0758
City State Zip
4. Malling Address: Same as Above
(if different from ltem 3) Street Address
City State Zip

(760) 262-1644

Name Title

Phone #

Section Il - Reporting of Breakdowns, Deviations, and Emergencies

1. This written notification is to report a(n):

Type of Incident Verbal Report Due*®

a. [[] Emergency under Rule 3002(q) Within 1 hour of discovery
b. [] Breakdown under:

[] Rule 430 {Non-RECLAIM) For Rules 430 & 2004 - Within 1 hour of

discovery.
] Rule 2004 (RECLAIM)
¥ ~ For Rule 218 — Within 24 hours or next business
O Fslgg ;L?e(';f g(f’;(g)(]: LAIM) day for failure/shutdown exceeding 24 hours

Within 72 hours of discovery of the deviation or
shorter reporting period if required by an
applicable State or Federal Regulation.

. C. Deviation with excess emissions
[See Title V Permit, Section K, Condition No. 228]

Written Report Due

Within 2 working days from when the emission limit was
exceeded.

For Rules 430 & 2004 - Within 7 calendar days after
breakdown is corrected, but no later than 30 days from

- start of the breakdown, unless a written extension is

granted.

For Rule 218 - With required semi-annual reports.

Within 14 days of discovery of the deviation.

d. [] Other Deviation None With required semi-annual monitoring reports.
[See Titie V Permit, Section K, Condition Nos. 22D & 23]
2. The incident was first discovered by; _JO€ Pedroza on 12/09/2018 10:00 o AM
Name Date Time " PM
3. Theincident was first reported by: _Operator #7 on 12/09/2018 10:11 s AM
Name of AQMD Staff Person Date Time ¢ PM
a. 7¢" Via Phone
b. I InPersan Netification Number (Required). 940826
4. When did the incident actually occur?, 12/09/2018 09:00 o AM
Date Time £PM
Received By: Assigned By: Inspector:
Date/Time Received: DatefTime Assigned: DatefTime Received Assignment:
AQMD Date Delivered To Team: Date Reviewed Inspector Report: Date Inspected Facility:
éjNS& Team: ]Sector: Breakdown/Deviation Notification No. Date Completed Report:
Recommended Action: Cancel Nofification Grant Refief Issue NOV No. Other:
Final Action: Cancel Notification Grant Relief Issue NOV No. Other:

© South Coast Air Quality Management District, Form 500-N {2014.07)




Boiler 1 Excess Emissions

Colmac Energy
SO2 Ib/hr 3-Hr Rolling Excess Emissions for 12/9/2018

Parameter Start End Duration Value Min Max Limit Reason Action
SO2 Ib/hr 3-Hr Rolling 12/9/2018 9:00 AM 9:59 AM 1 hour 12.0 12.0 12.0 12 Not specified
Total duration 1 hour
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@8 South Coast Air Quality Management District Mail To:

¥ Form 500-N - ng:%\ﬁ?

# Title V - Deviations, Emergencies & Breakdowns Diamond Bar, CA 91765-0941

sen 1 NS Written report is in_addition to requirements to verbally report certain types of incidents. Verbal reports may be made by Tel (909) 396-3385
M i calling AQMD at 1-800-288-7664 (1-800-CUT-SMOG) or AQMD enforcement personnel. .www agmd.gov

1. Facility Name (Business Name of Operator That Appears On Permit) 2. Vialid AQMD Facility 1D (Available On Permit Or voice Issued By
. AQMD):
Desert View Power ) 100154
3. Address: 62-300 Gene Welmas Drive
(where incident occurred) Street Address
Mecca CA 92254-0758
City State Zip
4. Mailing Address: Same as above
(if different from ltem 3) Street Address
City State Zip
5. Provide the name, title, and phone number of the person to contact for further information:
Kevin Lawrence Operations Manager (760) 262-1644
Name Title Phone #
$
1. This written notification is to report a(n): )
- Type of Incident - Verbal Report Due* - Written Report Due :
‘a. [3 Emergency under Rule 3002(q) Within 1 hour of discovery Within 2 working days from when the emission limit was
: ; . exceeded.
- b. [x] Breakdown under: For Rules 430 & 2004 - Within 7 calendar days after
: For Rules 430 & 2004 - Within 1 hour of - breakdown is corrected, but no later than 30 days from
Rule 430 (Non-RECLAIM) discovery. . start of the breakdown, unless a written extension is
1 Rule 2004 (RECLAIM) - granted.
g For Rule 218 ~ Within 24 hours or next business
O EL:: éL?e(;‘:’g &g)cl LAIM) day for failure/shutdown exceeding 24 hours For Rule 218 - With required semi-annual reports.
.C. Deviation with excess emissions . Within 72 hours of discovery of the deviation or - Within 14 days of discovery of the deviation.
[See Title V Permit, Section K, Condition No. 228} . shorter reporting period if required by an
© applicable State or Federal Regulation.
: d. [ Other Deviation . None With required semi-annual monitoring reports.
[See Title V Permit, Section K, Condition Nos. 22D & 23] - :
2. Theincident was first discovered by: o€ Pedroza on 12/04/2018 01:00 * AM
Name Date Time PM
3. Theincident was first reported by: _Operator #7 on 12/04/2018 01:12 @AM
Name of AQMD Staff Person Date Time < PM
a. & Via Phone
b. O InPerson Notification Number (Required); 940164
4, When did the incident actually occur? 12/04/2018 00:00 & AMm
Date Time £ PM
:| Received By: Assigned By: Inspector:
/| Date/Time Received: Date/Time Assigned: DatefTime Received Assignment:
| Date Delivered To Team: Date Reviewed Inspector Report: Date Inspected Facility:
Team: Sector: Breakdown/Deviation Nofification No. Date Completed Report:
Recommended Action: Cancel Notification Grant Relief Issue NOV No. Other:
Final Action: Cancel Notification Grant Relief Issue NOV No. Other;

© South Coast Air Quality Management District, Form 500-N {2014.07}



Boiler 2 Excess Emissions

Colmac Energy
CO tb/hr 3-Hr Rolling Excess Emissions for 12/4/2018

Parameter Start End Duration Value Min Max Limit  Reason Action
CO Ib/hr 3-Hr Rolling 12/4/2018 12:00 AM  5:59 AM 6 hours 14.0 13.0 14.0 13 Not specified
Total duration 6 hours
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South Coast Air Quality Management District
Form 500-N

*This written report is in_addition to requirements to verbally report certain
calling AQMD at 1-800-288-7664 (1-800-CUT-SMOG) or AQMD enforcemen

Title V - Deviations, Emergencies & Breakdowns

Mail To:

SCAQMD

P.O. Box 4941

Diemond Bar, CA 91765-0941

types of incidents. Verbal reports may be made by

t personnel. Tel: (309) 396-3385

www.agmd.gov

1. Facility Name (Business Name of Operator That Appears On Permit):

2. Valid AQMD Facility ID {Available On Permit Or Invoice Issued By

a. [] Emergency under Rule 3002(g)

b. [ Breakdown under:

] Rule 43¢ {Non-RECLAIM) discovery.
] Rule 2004 (RECLAIM)
For Rule 218 — With
Rule 218 (Non-RECLAIM :
O [See Rule(21 30(3)] ) day for failure/shutd
¢. [X] Deviation wilh excess emissions Within 72 hours of d

[See Title V Permit, Section K, Condition No, 228)

. AQMD):
Desert View Power ) 100154
3. Address: 62-300 Gene Welmas Dr.
(where incident occurred) Street Address
Mecca CA 92254
City State Zip
4, Mailing Address: Same As Above
{if different from Item 3) Street Address
City State Zip
§. Provide the name, title, and phone number of the person to contact for further information:
Louie Lopez Shift Supervisor (760) 262-1645
Name Title Phone #
Section Il - Reporting of Breakdowns, Deviations, and Emergencies
1. This written nofification is to report afn):
Type of Incident Verbal Report Due* Written Report Due

Within 1 hour of discovery

Far Rules 430 & 2604 - Within 1 hour of

shorter reporting period if required by an
applicable State or Federal Regulation.

Within 2 warking days from when the emission limit was
exceeded.

For Rules 430 & 2004 - Within 7 calendar days after
breakdown is comected, but no later than 30 days from
start of the breakdown, unless a written extension is
granted.

in 24 hours or next business

own exceeding 24 hours For Rule 218 - With required semi-annual reports.

iscavery of the deviationor ~ Within 14 days of discovery of the deviation,

d. [I Other Deviation None With required semi-annual monitoring reports.
{See Tille VV Permit, Section K, Condition Nos. 22D & 23
2, Theincident was first discovered by; _Louie Lopez on 11/13/2018 01:00 HY
Name Date Time « PM
3. Theincident was first reported by: _Operator #12 on 11/13/2018 0127 ¢ am
Name of AQMD Staff Person Date Time 7o PM
a. (¥ ViaPhone
b. " tn Person Notification Number (Required); 937975
4. When did the incident actually occur? 11/13/2018 01:00 < AM
Date Time & PM
Received By: Assigned By: Inspector;
DatefTime Received: Date/Time Assijned: Date/Time Received Assignment:
AQMD Date Delivered To Team: Date Reviewed Inspector Report: Date Inspected Facility:
:NSE( Team: Sector: Breakdown/Deviation Nolification No. Date Completed Repont:
Recommended Action: Cancet Notification Grant Relief Issue NOV No, Other:
Final Action: Cancel Notification Grant Refief Issue NOV No. Other:

© South Coast Air Quality Management District, Form 500-N (2014.07)



Colmac Energy
Mecca, CA

Boiler 1 Daily Emissions Report
November 13, 2018

Emission Limits

Daily 30-Day Rolling
NOx Ibs- 648 NOx Ib/mmBtu - 0.3
SO2 Ib/immBtu - 1.2
NOX ppm NOx SO2 ppm S02 CO ppm co Process
Hour 02% NOxppm @3% 02 |b/mmBtu NOx Ibs SO2ppm  @3% 02  Ib/mmBtu SO2 Ibs CO ppm @3% 02  b/mmBtu CO lbs Status
00 9.6 41.2 65.3 0.091 26.84 9.7 15.4 0.030 8.81 10.0 15.8 0.013 3.97 Normal
01 9.6 41.9 66.4 0.093 27.53 9.5 15.0 0.029 8.65 10.0 15.8 0.013 3.99 Normal
02 9.8 38.0 61.3 0.086 24.70 - 10.3 16.6 0.032 9.34 10.0 16.1 0.014 3.95 Normal
03 9.8 39.1 63.1 0.088 25.48 7.9 12.7 0.025 7.12 10.0 16.1 0.014 3.98 Normal
04 9.9 40,2 65.4 0.091 26.20 9.5 16.6 0.030 8.60 10.0 16.3 0.014 3.97 Normal
05 8.9 38.6 62.8 0.088 25.05 116 189 0.037 10.44 10.0 16.3 0.014 3.95 Normal
06 10.2 39.6 66.2 0.092 25.33 10.6 1.7 0.034 9.48 10.0 16.7 0.014 3.90 Normal
07 10.1 427 70.8 0.099 27.69 5.8 9.6 0.019 5.20 10.0 16.6 0.014 3.94 Normal
08 10.0 40.1 65.9 0.092 25.58 8.9 14.6 0.028 7.88 10.0 16.4 0.014 3.88 Normal
09 10.5 39.8 68.5 0.096 24.99 109 18.8 0.036 9.55 10.0 17.2 0.015 3.82 Normal
10 10.2 42.0 70.3 0.098 26.87 101 16.9 0.033 8.99 10.0 16.7 0.014 3.89 Normal
k! 0.8 52.6 84.8 0.118 38.08 8.1 131 0.025 8.17 10.0 16.1 0.014 4.33 Normal
12 10.1 40.6 67.3 0.094 26.61 7.0 11.6 0.023 6.38 10.0 16.6 0.014 3.99 Normal
13 Inval Inval Inval fnval inval Inval Inval Inval Inval Inval Inval Inval Inval Normal
14 Inval Inval Inval Inval Inval tnval Inval lnval laval inval inval Inval Inval Normal
15 inval Inval Inval inval inval tnval Inval Inval Inval inval lnval Inval inval Normal
16 tnval Inval Inval Inval Inval Inval Inval Inval Inval Inval inval Inval fnval Normal
17 Inval Inval Inval Inval inval Inval Inval Inval Inval Inval Inval Inval inval Normal
18 Inval Inval Invat Inval tnval Inval inval Inval Inval Inval Inval Inval Inval Normal
18 Inval Inval Inval Inval inval Inval tnval Inval Inval Inval tnval lnval fnval Normal
20 inval Inval Inval inval thval inval tnval Inval Inval inval Inval Inval Inval Normal
21 tnval Inval inval Inval Inval Inval Invatl Inval Inval Inval Inval Inval Inval Normal
22 inval Inval ihval inval inval Invatl Inval Inval Inval inval Inval Inval inval Normal
23 Inval Inval Inval Inval inval inval Inval inval Inval Inval Inval Inval Inval Normal
Average 10.0 413 67.5 0.094 9.2 15.1 0.029 10.0 16.4 0.014
Total 350.95 108.61 51.6
30-Day Ring 0.087 0.027
365-Day Ring 51985

CeDAR Reports 11/13/2018 1:03 PM, Boiler 1 Daily Emissions Report
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Desert View Power. Ine. an atfifiare of

Greenleaf
F POWER

January 15, 2019

DVP-190002

Director, Air Management Division
Attention: A-3-3

U.S. Environmental Protection Agency
75 Hawthorne Street

San Francisco, California 94105-3901

Subject: Desert View Power 4th Quarter, Quarterly Emission Report for 2018.

RE: A-3-1
NSR 4-4-11
SE 87-01
Dear Sir:

In compliance with our permit, enclosed are the following:

1) 4th Quarter, Quarterly Emissions Report for 2018 for Desert View Power
* Emissions summary reports for each permitted pollutant for our two boilers.

e Excess emissions reports from each of our two CEMS.

This report covers the period from October 01, 2018 to December 31, 2018.

If you have questions or comments, please feel free to call me at (760) 262-1653.

Sincerely, -

Fortlifr—

James Russell Huffman

Vice President of CA operations / Plant Manager




Desert View Power. Inc. an atfitare of

Greenleaf

F POWER

Enclosure

cc:

Chief, Stationary Source Division
California Air Resources Board
P.O. Box 2815

Sacramento, CA 95814

Air Pollution Control Officer

Attention: Mr. David Jones, AQAC Supervisor
South Coast Air Quality Management District
21865 E. Copley Drive

Diamond Bar, CA 91765-4182

Air Division Director
U.S. Environmental Protection Agency
Attention: AIR-5

75 Hawthorne Street

San Francisco, California 94105-3901



EMISSIONS SUMMARIES

BOILER #1

CO Ib/hx
CO ppm
NOx Ib/MMBt -
NOzx Ib/hr
NOx ppm
SOx Ib/MMBm -
SOx Ib/hr
* SOx ppm

" Opacity



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,2018

Pollutant: CO

Emissions limitation(s): 13 lbs/hr.
Monitor Manufacturer and Model No.: CAI
ZRE/A3F4992T
Date of last CMS certification or audit: Emissions Performance
Test on

March 30, 2018
Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers. '
Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123 hr
Emission Summary?!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: . 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating
time x 100% = % of Total source operating time = 0.00% 2
CMS Performance Summary?
1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 57.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 57.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 2.68% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in ’
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: CO

Emissions limitation(s): 231 ppm @ 3% O,.
Monitor Manufacturer and Model No.: CAT
ZRE/A3F4992T

Date of last CMS certification or audit: FEmissions Performance
Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.0% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 71.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 71.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.34% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: NOy«

Emissions limitagtion(s): 0.30 1lb / Million BTU
Monitor Manufacturer and Model No. : CAT
: ZRE/A3F4992T

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.0% 2

CMS Performance Summary?!
1. CMS downtime in reporting period due to:

a Monitor equipment malfunction: 0.0 hr
b Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d Other known causes: 66.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 66.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.11% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: 1If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,
2018Pollutant: NOx

Emissions limitation(s): 30 1lb/hr

Monitor Manufacturer and Model No. : CAT
ZRE/A3F4992T

Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 1.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 1.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.05% 2

CMS Performance Summary!

1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
c. Quality assurance calibration: 0.0 hr
d. Other known causes: 45.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 45.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 2.12% ¢

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in *
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: NO,

Emissions limitation(s): 94 ppm @ 3% O,.
Monitor Manufacturer and Model No. : CAI
ZRE/A3F4992T
Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!

1. CMS downtime in reporting period due to:
a Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
c Quality assurance calibration: 0.0 hr
d Other known causes: 69.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 69.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time =3.25% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: SOx
Emissions limitation(s): 1.2 1b / Million BTU
Monitor Manufacturer and Model No.: CAI

ZRE/A3F4992T

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.0% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 68.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 68.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.20% ¢
1. For opacity, record all times in minutes. For gases, record all times in hours.
2 For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance
Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: SO,
Emissions limitation(s): 12 1b/hr.

Monitor Manufacturer and Model No.: CAI
ZRE/A3F4992T

Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 1.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.05% 2

CMS Performance Summary!

1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 38.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 38.0 h
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 1.79% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018

Pollutant: SO

Emissions limitation(s): 27 ppm @ 3% O,.
Monitor Manufacturer and Model No.: CAI
ZRE/A3F4992T

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a Monitor equipment malfunction: 0.0 hr
b Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d Other known causes: 69.0 hr
e Unknown causes: 0.0 hr
2. Total CMS downtime: 69.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.25% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting‘period‘dates: From October 1, 2018 to December 31, 2018

Pollutant: Opacity

Emissions limitation(s): 10% 3-min period.
20% 6-min period.
Monitor Manufacturer and Model No.: CMS-CISCO Model 10001330

Opacity-Monitor Labs Inc.
LightHawk 560

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018
Process unit (s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #1

Total source operating time in reporting period: 2123 hr or
127380 minutes

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0 min
b. Control equipment problems: 0 min
C. Process problems: 0 min
d. Other known problems: 0 min
e. Unknown problems: 0 min
2. Total duration of excess emissions: 0 min
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.0% 2

CMS Performance Summary!

1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0 min
b. Non-monitor equipment malfunction: 0 min
C. Quality assurance calibration: 0 min
d. Other known causes: 4926 min
e. Unknown causes: 0 min
2. Total CMS downtime: 4926 min
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.8672% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7 {c) shall be submitted.



EMISSIONS SUMMARIES

BOILER #2

CO Ib/hr

CO ppm

NOx Ib/MMBtu
NOx 1b/hr

NOx ppm

SOx Ib/MMBtn
SOxIb/hr
SOx ppm

Opacity .



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,
2018Pollutant: CO

Emissions limitation(s): 13 1b/hr.

Monitor Manufacturer and Model No.: CAT
ZRE/A3F4993T

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018

Process unit (s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr
Emission Summary! '

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problems: 6.0 hr
e.  Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time =0.30% 2
CMS Performance Summary?!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 61.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 61.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.03% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,
2018Pollutant: CO

Emissions limitation(s): 231 ppm @ 3% 0.

Monitor Manufacturer and Model No.: CAI
ZRE/A3F4993T

Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!?

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
Total duration of excess emissions: 0.0 hr

w N

Total duration of excess emissions / Total source operating

o)

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
c. Quality assurance calibration: 0.0 hr
d. Other known causes: 96.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime:. 96.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 4.76% 2
1. For opacity, record zall times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power

62-300 Gene Welmas Drive

Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018
Pollutant: NOx

Emissions limitation(s): 0.30 1lb / Million BTU

Monitor Manufacturer and Model No.: CAI
ZRE/A3F4993T

Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary?

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating
time x 100% = % of Total source operating time = 0.0% 2
CMS Performance Summary!
1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 70.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 70.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.47% 2

1. For opacity, record all times in minutes. For gases, record all times in hours.

2. For the reporting period: If the total duration of excess emissions is 1 percent or greater
of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in '
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and

Monitoring System Performance
Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254
Reporting period dates: From October 1, 2018 to December 31, 2018
Pollutant: NOy

Emissions limitation(s): 30 1lb/hr

Monitor Manufacturer and Model No. : CATI
ZRE/A3F4993T

Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!?!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
c. Process problems: 0.0 hr
d. Other known problens: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 37.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 37.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 1.84% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2 For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance
Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254
Reporting period dates: From October 1, 2018 to December 31, 2018
Pollutant: NO,

Emissions limitation(s): 94 ppm @ 3% O».

Monitor Manufacturer and Model No. : CAT
ZRE/A3F4993T

Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

Q

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!

1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 70.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 70.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.47% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: 1If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance
Desert View Power

62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018
Pollutant: SOy

Emissions limitation(s): 1.2 1b / Million BTU

Monitor Manufacturer and Model No.: CAI

ZRE/A3F4993T

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = (0.0% 2

CMS Performance Summary?!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 69.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 69.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.42% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: 1If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31, 2018
Pollutant: SO,

Emissions limitation(s): 12 1b/hr.

Monitor Manufacturer and Model No.: CAI
ZRE/A3F4993T

Date of last CMS certification or audit: Emissions Performance

Test on
March 30, 2018

Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!?

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary?
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
c. Quality assurance calibration: 0.0 hr
d. Other known causes: 34.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 34.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 1.69% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,
2018Pollutant: SO,

Emissions limitation(s): 27 ppm @ 3% O,.
Monitor Manufacturer and Model No.: CAI
ZRE/A3F4993T

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018

Process unit (s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.

Unit No. Reported: - Boiler #2

Total source operating time in reporting period: 2016.0 hr

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0.0 hr
b. Control equipment problems: 0.0 hr
C. Process problems: 0.0 hr
d. Other known problems: 0.0 hr
e. Unknown problems: 0.0 hr
2. Total duration of excess emissions: 0.0 hr
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.00% 2

CMS Performance Summary!
1. CMS downtime in reporting period due to:

a. Monitor equipment malfunction: 0.0 hr
b. Non-monitor equipment malfunction: 0.0 hr
C. Quality assurance calibration: 0.0 hr
d. Other known causes: 69.0 hr
e. Unknown causes: 0.0 hr
2. Total CMS downtime: 69.0 hr
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 3.42% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in
60.7(c) shall be submitted.



Summary Report
Gaseous and Opacity Excess Emissions and
Monitoring System Performance

Desert View Power
62-300 Gene Welmas Drive
Mecca, CA 92254

Reporting period dates: From October 1, 2018 to December 31,
20182018Pollutant: Opacity

Emissions limitation(s): 10% 3-min period.
20% 6-min period.
Monitor Manufacturer and Model No.: CMS-CISCO Model 10001330

Opacity-Monitor Labs Inc.
LightHawk 560

Date of last CMS certification or audit: Emissions Performance
Test on
March 30, 2018
Process unit(s) Description: Woodwaste/petroleum coke fired
power plant. Two steam generating
boilers.
Unit No. Reported: Boiler #2

Total source operating time in reporting period: 2016.0 hr or
120,960 minutes

Emission Summary!

1. Duration of excess emissions in reporting period due to:
a. Startup/Shutdown: 0 min
b. Control equipment problems: 0 min
C. Process problems: 0 min
d. Other known problems: 0 min
e. Unknown problems: 0 min
2. Total duration of excess emissions: 0 min
3. Total duration of excess emissions / Total source operating

time x 100% = % of Total source operating time = 0.0% 2

CMS Performance Summary!?!

1. CMS downtime in reporting period due to:
a. Monitor equipment malfunction: 0 min
b. Non-monitor equipment malfunction: 0 min
C. Quality assurance calibration: 0 min
d. Other known causes: 4926 min
e. Unknown causes: 0 min
2. Total CMS downtime: 4926 min
3. (Total CMS downtime) / (Total source operating time) x
(100%) = % of Total source operating time = 4.0724% 2
1. For opacity, record all times in minutes. For gases, record all times in hours.
2. For the reporting period: If the total duration of excess emissions is 1 percent or greater

of the total operating time or the total CMS downtime is 5 percent or greater of the total
operating time, both the summary report form and the excess emission report described in
60.7(c) shall be submitted.



EMISSIONS DOWNTIME
REPORT
BOILER #1 CEMS



Boiler 1 CEMS Downtime

Colmac Energy

NOx ppm @3% O2 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter

Start

End

Duration

Reason

Action

NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% O2
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02
NOx ppm @3% 02

NOx ppm @3% 02

10/7/2018 12:00 PM
10/27/2018 12:00 PM
10/31/2018 2:00 PM
11/1/2018 12:00 AM
11/11/2018 12:00 PM
11/17/2018 12:00 PM
11/21/2018 8:00 AM
11/21/2018 10:00 AM
11/23/2018 1:00 PM
12/1/2018 1:00 PM
12/5/2018 12:00 AM
12/10/2018 2:00 AM
12/10/2018 4:00 AM
12/15/2018 10:00 PM
12/16/2018 12:00 AM
12/18/2018 11:00 AM
12/24/2018 1:00 AM

12/28/2018 10:00 AM

1:59 PM

6:59 PM

11:59 PM

6:59 AM

1:59 PM

12:59 PM

8:59 AM

10:59 AM

1:59 PM

3:59 PM

11:59 AM

2:59 AM

6:59 AM

11:59 PM

11:59 AM

11:59 AM

2:59 AM

10:59 AM

2 hours

7 hours

10 hours

7 hours

2 hours

1 hour

1 hour

1 hour

1 hour

3 hours

12 hours

1 hour

3 hours

2 hours

12 hours

1 hour

2 hours

1 hour

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Qut Of Service for
Maintenance

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM taken out of service for

CGA testing.

CEM taken out of service for
CGA testing.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.
Communication failure, false
readings.

CEM out of service for
maintenance.

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

CGA testing completed, CEM
placed back in service.

CGA testing completed, CEM
placed back in service.
Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Rebooted Cedar's computer,
communications back.

Maintenance completed, CEM
back in service.
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Parameter Start End Duration Reason Action

Total duration 69 hours
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Boiler 1 CEMS Downtime

Colmac Energy

NOx Ib/mmBtu CEMS Downtime for 10/1/2018 thru 12/31/2018

maintenance.

Parameter Start End Duration Reason Action

NOx Ib/mmBtu 10/7/2018 12.00 PM  1:59 PM 2 hours Cem Qut Of Service for Maintenance complete, CEM
Maintenance back in service

NOXx Ib/mmBtu 10/27/2018 12:00 PM  6:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/mmBtu 10/31/2018 2:.00 PM  11:59 PM 10 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/mmBtu 11/1/2018 12:00 AM  6:59 AM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 11/11/2018 12:00 PM  1:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 11/17/2018 12:00 PM  12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance, back in service.

NOx Ib/mmBtu 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

“NOx Ib/mmBtu 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM

CGA testing. placed back in service.

NOx Ib/mmBtu 11/23/2018 1.00 PM  1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/1/2018 1:00 PM 3:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/5/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/10/2018 2:00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOXx Ib/mmBtu 12/15/2018 10:00 PM  11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/24/2018 1:00 AM  2:58 AM 2 hours Communication failure, false Rebooted Cedar's computer,
readings. communications back.

NOx Ib/mmBtu 12/28/2018 10:00 AM  10:59 AM 1 hour CEM out of service for Maintenance completed, CEM

back in service.

CeDAR Reports 1/14/2019 12:00 PM, Boiler 1 CEMS Downtime

Page 3 of 11



Parameter Start End Duration - Reason Action

Total duration 69 hours
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Boiler 1 CEMS Downtime

Colmac Energy

NOx Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

NOx Ib/hr 10/7/2018 12:00 PM  1:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/hr 11/11/2018 12:.00 PM 1:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 11/17/2018 12:00 PM 12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx Ib/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx Ib/hr 11/23/2018 1:00 PM  1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/1/2018 1:00 PM 3:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/5/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/10/2018 2:.00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/15/2018 10:00 PM 11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/24/2018 1:00 AM  1:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

NOx Ib/hr 12/28/2018 10:00 AM  10:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

Total duration 44 hours
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Boiler 1 CEMS Downtime

Colmac Energy

SO2 ppm @3% 02 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action
S02 ppm @3% 02 10/7/2018 12:00 PM  1:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
S02 ppm @3% 02 10/27/2018 12:00 PM 6:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
SO2 ppm @3% 02 10/31/2018 2:00 PM  11:59 PM 10 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
SO2 ppm @3% 02 11/1/2018 12:00 AM  6:59 AM 7 hours CEM out of service for Maintenance completed; CEM
maintenance. back in service.
S02 ppm @3% 02 11/11/2018 12:00 PM 1:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 11/17/2018 12:00 PM  12:58 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.
S02 ppm @3% 02 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
. CGA testing. placed back in service.
S02 ppm @3% 02 11/23/2018 1:00 PM  1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
' maintenance. back in service.
S02 ppm @3% 02 12/1/2018 1:00 PM 3:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 12/5/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
S0O2 ppm @3% 02 12/10/2018 2:00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
S0O2 ppm @3% 02 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for’ Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 12/15/2018 10:00 PM 11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
S02 ppm @3% 02 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 12/24/2018 1:00 AM  2:59 AM 2 hours Communication failure, false Rebooted Cedar's computer,
readings. communications back.
Total duration 68 hours
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Boiler 1 CEMS Downtime

Colmac Energy

SO2 Ib/mmBtu CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter

Start

End

Duration

Reason

Action

SO2 Ib/mmBtu

S02 Ib/mmBtu

S02 Ib/mmBtu

SO02 Ib/mmBtu

SO2 Ib/mmBtu

SO2 Ib/mmBtu

S0O2 Ib/mmBtu

SO2 Ib/mmBtu

SO2 Ib/mmBtu

SO2 Ib/mmBtu

S02 Ib/mmBtu

S02 Ib/mmBtu

S0O2 Ib/mmBtu

SO2 Ib/mmBtu

SO2 Ib/mmBtu

SO2 Ib/mmBtu

S02 Ib/mmBtu

10/7/2018 12:00 PM

10/27/2018 12:00 PM

10/31/2018 2:00 PM

11/1/2018 12:00 AM

11/11/2018 12:00 PM

11/17/2018 12:00 PM

11/21/2018 8:00 AM

11/21/2018 10:00 AM

11/23/2018 1:00 PM

12/1/2018 1:00 PM

12/5/2018 12:00 AM

12/10/2018 2:00 AM

12/10/2018 4:00 AM

12/15/2018 10:00 PM

12/16/2018 12:00 AM

12/18/2018 11:00 AM

12/24/2018 1:00 AM

1:59 PM

6:59 PM

11:59 PM

6:59 AM

1:59 PM

12:59 PM

8:59 AM

10:59 AM

1:59 PM

3:59 PM

11:59 AM

2:59 AM

6:59 AM

11:59 PM

11:59 AM

11:59 AM

2:59 AM

2 hours

7 hours

10 hours

7 hours

2 hours

1 hour

1 hour

1 hour

1 hour

3 hours

12 hours

1 hour

3 hours

2 hours

12 hours

1 hour

2 hours

Cem Qut Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM taken out of service for

CGA testing.

CEM taken out of service for

CGA testing.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

Communication failure, false

readings.

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

CGA testing completed, CEM
placed back in service.

CGA testing completed, CEM
placed back in service.
Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Rebooted Cedar's computer,
communications back.

Total duration

68 hours
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Boiler 1 CEMS Downtime

Colmac Energy
SO2 Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter  Start End Duration Reason Action

SO2 Ib/hr 10/7/2018 12:00 PM  1:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

S02 Ib/hr 11/17/2018 12:00 PM  12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S02 Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

SO2 lb/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

. S0O2 Ib/hr 11/23/2018 1:00 PM  1:59 PM 1 hour CEM out of service for Maintenance completed, CEM

maintenance. back in service.

SO2 Ib/hr 12/5/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/10/2018 2:00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/15/2018 10:00 PM 11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S02 Ib/hr 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S02 Ib/hr 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/24/2018 1:00 AM  1:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

Total duration 38 hours
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Boiler 1 CEMS Downtime

Colmac Energy

CO ppm @3% 02 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

CO ppm @3% 02 10/5/2018 12:00 PM  12:59 PM 1 hour CEM OUT OF SERVICE FOR MAINTENACE COMPLETE,
MAINTENANCE CEM BACK IN SERVICE

CO ppm @3% 02 10/6/2018 12:00 PM  12:59 PM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/7/2018 12:00 PM  1:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/27/2018 12:00 PM 6:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/31/2018 2:00 PM  11:59 PM 10 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 11/1/2018 12:.00 AM  6:59 AM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 11/11/2018 12:00 PM 1:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 11/17/2018 12:00 PM  12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for " CGA testing completed, CEM
CGA testing. placed back in service.

CO ppm @3% 02 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

CO ppm @3% 02 11/23/2018 1:00 PM  1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/1/2018 1:00 PM 3:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/3/2018 12:00 AM  12:59 AM 1 hour Boiler shutdown. Boiler work completed, and

back online.

CO ppm @3% 02 12/5/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service. i

CO ppm @3% 02 12/10/2018 2:00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/15/2018 10:00 PM  11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM

maintenance.

back in service.
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Parameter _ Start End Duration Reason Action
CO ppm @3% 02 ' 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO ppm @3% 02 12/24/2018 1:00 AM  2:59 AM 2 hours Communication failure, false Rebooted Cedar's computer,
readings. communications back.
Total duration 71 hours
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Boiler 1 CEMS Downtime

Colmac Energy
CO Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

CO Ib/hr 10/5/2018 12:00 PM  12:59 PM 1 hour CEM OUT OF SERVICE FOR MAINTENACE COMPLETE,
MAINTENANCE CEM BACK IN SERVICE

CO Ib/hr 10/6/2018 12:00 PM  12:59 PM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO Ib/hr 10/31/2018 2:00 PM  11:59 PM 10 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO Ib/hr 11/1/2018 12:00 AM  6:59 AM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 11/17/2018 12:00 PM  12:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

CO Ib/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

CO Ib/hr 12/3/2018 12:00 AM  12:59 AM 1 hour Boiler shutdown. Boiler work completed, and

back online.

CO Ib/hr 12/5/2018 12:00 AM  11:59 AM _ 12hours ~ CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/10/2018 2:00 AM  2:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service,

CO Ib/hr 12/10/2018 4:00 AM  6:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/15/2018 10:00 PM  11:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/16/2018 12:00 AM  11:59 AM 12 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/18/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ibthr 12/24/2018 1:00 AM  1:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

Total duration 55 hours
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Boiler 2 CEMS Downtime

Colmac Energy

NOx ppm @3% 02 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

NOx ppm @3% 02 10/6/2018 1:00 PM 1:59 PM 1 hour Cem Qut Of Service for Maintenance complete, CEM
Maintenance back in service

NOx ppm @3% 02 10/7/2018 1:00 AM 1:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx ppm @3% 02 10/7/2018 1:00 PM 2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx ppm @3% 02 10/14/2018 1:00 PM  2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx ppm @3% 02 10/14/2018 5:00 PM  11:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx ppm @3% 02 10/15/2018 12:00 AM  6:59 AM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx ppm @3% 02 10/27/2018 1:00 PM  6:59 PM 6 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx ppm @3% 02 11/1/2018 10:00 PM  10:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 11/3/2018 11:00 AM  6:59 PM 8 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx ppm @3% 02 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx ppm @3% 02 12/2/2018 1:00 PM 2:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/4/2018 6:00 AM 8:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% O2 12/7/2018 4:.00 PM 6:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/8/2018 3:00 AM 6:59 AM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/8/2018 6:00 PM 11:59 PM 6 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/9/2018 12:00 AM  3:59 AM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/9/2018 1:00 PM 1:59 PM 1 hour CEM out of service for Maintenance completed, CEM

maintenance.

back in service.
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Parameter Start End Duration Reason Action

NOx ppm @3% 02 12/13/2018 4:00 PM  10:59 PM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx ppm @3% 02 12/14/2018 9:00 AM 10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. ‘ back in service.

NOx ppm @3% 02 12/24/2018 2:00 AM  2:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

Total duration 70 hours
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Boiler 2 CEMS Downtime

Colmac Energy

NOx Ib/mmBtu CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter

Start

End

Duration

Reason

Action

NOx Ib/mmBtu
NOx [b/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu
NOx Ib/mmBtu

NOXx Ib/mmBtu

10/6/2018 1:00 PM

10/7/2018 1:00 AM

10/7/2018 1:00 PM

10/14/2018 1:00 PM

10/14/2018 5:00 PM

10/15/2018 12:00 AM

10/27/2018 1:00 PM

11/1/2018 10:00 PM

11/3/2018 11:00 AM

11/21/2018 8:00 AM

11/21/2018 10:00 AM

12/2/2018 1:00 PM

12/4/2018 6:00 AM

12/7/2018 4:00 PM

12/8/2018 3:00 AM

12/8/2018 6:00 PM

12/8/2018 12:00 AM

12/9/2018 1:00 PM

1:59 PM

1:58 AM

2:59 PM

2:59 PM

11:59 PM

6:59 AM

6:59 PM

10:59 PM

6:59 PM

8:59 AM

10:59 AM

2:59 PM

8:59 AM

6:59 PM

6:59 AM

11:59 PM

3:59 AM

1:59 PM

1 hour

1 hour

2 hours

2 hours

7 hours

7 hours

6 hours

1 hour

8 hours

1 hour

1 hour

2 hours

3 hours

3 hours

4 hours

6 hours

4 hours

1 hour

Cem OQut Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM taken out of service for
CGA testing.

CEM taken out of service for
CGA testing.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

CGA testing completed, CEM
placed back in service.

CGA testing completed, CEM
placed back in service.
Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.
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Parameter Start End

Duration Reason Action

NOx Ib/mmBtu 12/13/2018 4:.00 PM  10:59 PM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/mmBtu 12/24/2018 2:.00 AM  2:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

Total duration 70 hours

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Boiler 2 CEMS Downtime

Colmac Energy

NOx Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

NOx Ib/hr 10/7/2018 1:00 AM 1:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ibthr 10/7/2018 1:00 PM 2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/hr 10/14/2018 1:00 PM  2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/hr 10/14/2018 5:.00 PM  11:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/hr 10/15/2018 12:00 AM ' 6:59 AM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

NOx Ib/hr 11/3/2018 11:00 AM  3:59 PM 5 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx Ib/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

NOx Ib/hr 12/2/2018 1:00 PM 2:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/4/2018 6:00 AM 8:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/4/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/9/2018 1:00 PM 1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/18/2018 7:00 AM  7:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

NOx Ib/hr 12/24/2018 2:00 AM  2:59 AM 1 hour Communication failure, false Rebooted Cedar's computer,
readings. communications back.

Total duration 37 hours
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Boiler 2 CEMS Downtime

Colmac Energy

SO2 ppm @3% 02 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter

Start

End

Duration

Reason

Action

S02 ppm @3% 02
S02 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
S02 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02
SO2 ppm @3% 02

SO2 ppm @3% 02

10/6/2018 1:00 PM

10/7/2018 1:00 AM

10/7/2018 1:00 PM

10/14/2018 1:00 PM

10/14/2018 5:00 PM

10/15/2018 12:00 AM

10/27/2018 1:00 PM

11/1/2018 10:00 PM

11/3/2018 11:00 AM

11/21/2018 8:00 AM

11/21/2018 10:00 AM

12/2/2018 1:00 PM

12/4/2018 6:00 AM

12/7/2018 4:00 PM

12/8/2018 3:00 AM

12/8/2018 6:00 PM

12/9/2018 12:00 AM

12/9/2018 1:00 PM

1:59 PM

1:59 AM

2:59 PM

2:59 PM

11:59 PM

6:59 AM

6:59 PM

10:59 PM

6:59 PM

8:59 AM

10:59 AM

2:59 PM

8:59 AM

6:59 PM

6:59 AM

11:59 PM

3:59 AM

1:59 PM

1 hour

1 hour

2 hours

2 hours

7 hours

7 hours

6 hours

1 hour

8 hours

1 hour

1 hour

2 hours

3 hours

3 hours

4 hours

6 hours

4 hours

1 hour

Cem Qut Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Out Of Service for
Maintenance

Cem Qut Of Service for
Maintenance

Cem Out Of Service for
Maintenance

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM taken out of service for
CGA testing.

CEM taken out of service for
CGA testing.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

CEM out of service for
maintenance.

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance complete, CEM
back in service

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

CGA testing completed, CEM
placed back in service.

CGA testing completed, CEM
placed back in service.
Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.

Maintenance completed, CEM
back in service.
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Parameter Start End Duration Reason Action
SO2 ppm @3% 02 12/13/2018 4:00 PM  10:59 PM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 ppm @3% 02 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
Total duration 69 hours
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Boiler 2 CEMS Downtime

Colmac Energy

SO2 Ib/mmBtu CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

S02 Ib/mmBtu 10/6/2018 1:00 PM 1:59 PM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

S0O2 Ib/mmBtu 10/7/2018 1:00 AM 1:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

SO02 Ib/mmBtu 10/7/2018 1:00 PM 2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

S02 Ib/mmBtu 10/14/2018 1:00 PM  2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

SO2 Ib/mmBtu 10/14/2018 5:00 PM  11:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

SO2 Ib/mmBtu 10/15/2018 12:00 AM 6:59 AM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

S0O2 Ib/mmBtu 10/27/2018 1:00 PM  6:59 PM 6 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

SO2 Ib/mmBtu 11/1/2018 10:00 PM  10:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/mmBtu 11/3/2018 11:00 AM  6:59 PM 8 hours CEM out of service for Maintenance completed, CEM

] maintenance. back in service.

S02 Ib/mmBtu 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

SO2 Ib/mmBtu 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

S02 Ib/mmBtu 12/2/2018 1:00 PM 2:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S02 ib/mmBtu 12/4/2018 6:00 AM 8:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S02 Ib/mmBtu 12/7/2018 4:00 PM 6:59 PM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S0O2 Ib/mmBtu 12/8/2018 3:00 AM 6:59 AM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S02 Ib/mmBtu 12/8/2018 6:00 PM 11:59 PM 6 hours CEM out of service for Maintenance completed, CEM
maintenance, back in service.

S0O2 Ib/mmBtu 12/9/2018 12:00 AM  3:59 AM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/mmBtu 12/9/2018 1:00 PM 1:59 PM 1 hour CEM out of service for Maintenance completed, CEM

maintenance.

back in service.
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Parameter Start End Duration Reason Action
SO2 ib/mmBtu 12/13/2018 4:00 PM  10:59 PM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
SO2 Ib/mmBtu 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
Total duration 69 hours
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Boiler 2 CEMS Downtime

Colmac Energy
SO2 Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

SO2 Ib/hr 10/7/2018 1:00 AM 1:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

S02 Ib/hr 10/7/2018 1:00 PM 2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

S02 Ib/hr 10/14/2018 1:00 PM  2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

S02 Ib/hr 10/14/2018 5:00 PM  11:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

SO2 Ib/hr 10/15/2018 12:00 AM 6:59 AM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

S02 Ib/hr 11/3/2018 11:00 AM  3:59 PM 5 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

SO2 Ib/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

S02 Ib/hr 12/4/2018 6:00 AM 8:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/4/2018 11:00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/9/2018 1:00 PM 1:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

SO2 Ib/hr 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

S02 Ib/hr 12/18/2018 7:00 AM  7:59 AM 1 hour CEM out of service for Maintenance completed, CEM

maintenance.

back in service.

Total duration 34 hours
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Boiler 2 CEMS Downtime

Colmac Energy

CO ppm @3% 02 CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action
CO ppm @3% 02 10/6/2018 1:00 PM 1:59 PM 1 hour Cem Out Of Service for Maintenance complete, CEM
: Maintenance back in service

CO ppm @3% 02 10/7/2018 1:00 AM 1:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/7/2018 1:00 PM 2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/14/2018 1:00 PM  2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/14/2018 5:00 PM  11:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/15/2018 12:00 AM  6:59 AM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/16/2018 11:00 AM  11:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 10/27/2018 1:00 PM  6:59 PM 6 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service

CO ppm @3% 02 11/1/2018 10:00 PM  10:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 11/3/2018 11:00 AM  6:59 PM 8 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 11/3/2018 8:00 PM 8:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

CO ppm @3% 02 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.

CO ppm @3% 02 11/30/2018 4:00 PM  7:59 PM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/1/2018 1:.00 PM 4:59 PM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/2/2018 1:00 PM 2:59 PM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/4/2018 6:00 AM 8:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/7/2018 4:00 PM 6:59 PM 3 hours CEM out of service for Maintenance completed, CEM

maintenance.

back in service.

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime

Page 11 of 14



Parameter Start End Duration Reason Action

CO ppm @3% 02 12/7/2018 10:00 PM  10:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/8/2018 3:00 AM 6:59 AM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/8/2018 3:00 PM 3:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/8/2018 5:00 PM 11:59 PM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/9/2018 12:00 AM  1:59 PM 14 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/13/2018 4:00 PM  10:59 PM 7 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/14/2018 12:00 AM  1:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO ppm @3% 02 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

Total duration 93 hours

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Boiler 2 CEMS Downtime

Colmac Energy

CO Ib/hr CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action
CO Ib/hr 10/6/2018 1:00 PM 1:59 PM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/7/2018 1:00 AM 1:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/7/2018 1:00 PM 2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/14/2018 1:00 PM  2:59 PM 2 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/14/2018 5:00 PM  11:59 PM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/15/2018 12:00 AM  6:59 AM 7 hours Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 10/16/2018 11:00 AM  11:59 AM 1 hour Cem Out Of Service for Maintenance complete, CEM
Maintenance back in service
CO Ib/hr 11/3/2018 11:00 AM  3:59 PM 5 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO Ib/hr 11/3/2018 8:00 PM 8:59 PM 1 hour CEM out of service for Maintenance completed, CEM
' maintenance. back in service.
CO Ib/hr 11/21/2018 8:00 AM  8:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.
CO Ib/hr 11/21/2018 10:00 AM  10:59 AM 1 hour CEM taken out of service for CGA testing completed, CEM
CGA testing. placed back in service.
CO Ib/hr 11/30/2018 4:.00 PM  7:59 PM 4 hours CEM out of service for Maintenance completed, CEM
_ maintenance. back in service.
CO Ib/hr 12/1/2018 1:00 PM 4:59 PM 4 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO Ib/hr 12/4/2018 6:00 AM 8:59 AM 3 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO Ib/hr 12/4/12018 11:.00 AM  11:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO Ib/hr 12/7/2018 10:00 PM  10:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO Ib/hr 12/8/2018 3:00 PM 3:59 PM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.
CO Ib/hr 12/8/2018 5:00 PM 7:59 PM 3 hours CEM out of service for Maintenance completed, CEM

maintenance.

back in service.

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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Parameter Start End Duration Reason Action

CO Ib/hr 12/9/2018 4:00 AM 1:59 PM 10 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/14/2018 12:00 AM  1:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/14/2018 9:00 AM  10:59 AM 2 hours CEM out of service for Maintenance completed, CEM
maintenance. back in service.

CO Ib/hr 12/18/2018 7:.00 AM  7:59 AM 1 hour CEM out of service for Maintenance completed, CEM
maintenance. back in service.

Total duration 61 hours

CeDAR Reports 1/14/2019 12:01 PM, Boiler 2 CEMS Downtime
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EMISSIONS DOWNTIME
REPORT
STACK CEMS



Boilers Stack CEMS Downtime

Colmac Energy

Opacity % 6-Min Avg CEMS Downtime for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Reason Action

Opacity % 6-Min Avg 10/1/2018 7:06 AM 7:17 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.

Opacity % 6-Min Avg 10/1/2018 9:00 AM 10:05 AM 1 hour, 6 minutes  Calibrating stack opacity monitor. Calibration complete, monitor

Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg

Opacity % 6-Min Avg
| Opacity % 6-Min Avg
Opacity % 6-Min Avg
Opacity % 6-Min Avg

Opacity % 6-Min Avg

10/1/2018 11:00 AM  11:29 AM
10/1/2018 11:42 AM  11:59 PM
10/2/2018 12:.00 AM  10:59 AM
10/2/2018 10:00 PM  11:59 PM
10/3/2018 12:00 AM  6:53 AM

10/3/2018 9:00 AM 10:59 AM
10/3/2018 11:12 AM  11:29 AM
10/3/2018 10:.00 PM  11:59 PM
10/4/2018 12:00 AM  9:11 AM

10/4/2018 11:12 AM  10:11 PM
10/5/2018 9:00 AM 9:47 AM

10/5/2018 11:12AM  3:41 PM

10/5/2018 10:.00 PM  10:11 PM
10/10/2018 9:42 AM  10:29 AM
10/10/2018 10:36 AM  10:59 AM

10/10/2018 11:12 AM  1:11 PM

30 minutes
12 hours, 18 minutes
11 hours
2 hours
6 hours, 54 minutes
2 hours
18 minutes
2 hours
9 hours, 12 minutes
11 hours
48 minutes
4 hours, 30 minutes
12 minutes
48 minutes
24 minutes

2 hours

Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.
Calibrating stack opacity monitor.

Calibrating stack opacity monitor.

back in service.

Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.
Calibration complete, monitor
back in service.

Calibration complete, monitor
back in service.

CeDAR Reports 1/14/2019 12:02 PM, Boilers Stack CEMS Downtime
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Parameter Start End Duration Reason Action
Opacity % 6-Min Avg 10/10/2018 2:18 PM  2:23 PM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 10/10/2018 3:30 PM  3:41 PM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 10/11/2018 7:54 AM  8:05 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 10/11/2018 11:12 AM  9:17 PM 10 hours, 6 minutes ~ Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/14/2018 2:30 PM  3:47 PM 1 hour, 18 minutes  Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/17/2018 8:.06 AM  8:17 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/24/2018 12:30 AM  12:35 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/24/2018 12:42 AM  12:47 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/24/2018 1:06 AM  1:17 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/24/2018 1:54 AM  2:05 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/24/2018 2:30 AM ~ 2:35 AM 6 minutes Calibrating stack opacity monitor, Calibration complete, monitor
» ' _ back in service.
Opacity % 6-Min Avg 12/24/2018 3:54 AM  3:59 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/24/2018 4:30 AM  4:35 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/24/2018 4:42 AM  5:11 AM 30 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/24/2018 5:18 AM  5:23 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/24/2018 5:30 AM  5:35 AM 6 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/24/2018 6:24 AM  6:35 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
. back in service.
Opacity % 6-Min Avg 12/24/2018 7:18 AM  7:29 AM 12 minutes Calibrating stack opacity monitor. Calibration complete, monitor
back in service.
Opacity % 6-Min Avg 12/26/2018 11:30 AM  11:53 AM 24 minutes Calibrating stack opacity monitor. Calibration complete, monitor
' back in service.
Opacity % 6-Min Avg 12/31/2018 712 AM  7:17 AM 6 minutes Not specified

Total duration 81 hours, 48 minutes

CeDAR Reports 1/14/2019 12:02 PM, Boilers Stack CEMS Downtime Page 2 of 2



" EXCESS EMISSIONS REPORTS
BOILER #1 CEMS



Boiler 1 Excess Emissions

Colmac Energy
NOx ppm @3% O2 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.

CeDAR Reports 1/15/2019 6:48 AM, Boiler 1 Excess Emissions Page 1 of 10



Boiler 1 Excess Emissions

Colmac Energy
NOx Ib/mmbtu 30 SOD RIg Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter : Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.

CeDAR Reports 1/15/2019 6:48 AM, Boiler 1 Excess Emissions Page 2 of 10



Boiler 1 Excess Emissions

Colmac Energy
NOx Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action
NOX Ib/hr 3-Hr Rolling 12/13/2018 12:00 PM 12:59 PM 1 hour 31.0 -31.0 31.0 30 Cal gas still in line Cal completed line
cleared
Total duration 1 hour

CeDAR Reports 1/15/2019 6:48 AM, Boiler 1 Excess Emissions Page 3 of 10



Boiler 1 Excess Emissions

Colmac Energy
NOx Ibs/day Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 1 Excess Emissions

Colmac Energy
SO2 ppm @3% 02 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 1 Excess Emissions

Colmac Energy
S02 ppm @3% 02 30 SOD RIg Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit  Reason Action

There are no excess emissions for this report.
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Boiler 1 Excess Emissions

Colmac Energy ~
SO2 [b/mmbtu 30 SOD RIg Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.

CeDAR Reports 1/15/2019 6:48 AM, Boiler 1 Excess Emissions Page 7 of 10



Boiler 1 Excess Emissions

Colmac Energy
SO2 Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action
SO2 Ib/hr 3-Hr Rolling 12/9/2018 9:00 AM 9:59 AM 1 hour 12.0 12.0 12.0 12 Combustion of fuel Raised 02, reduced
with Sulfur impurities.  fuel, and fed more
limestone.
Total duration 1 hour

CeDAR Reports 1/15/2019 6:48 AM, Boiler 1 Excess Emissions Page 8 of 10



Boiler 1 Excess Emissions

Colmac Energy
CO ppm @3% O2 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.

CeDAR Reports 1/15/2019 6:48 AM, Boiler 1 Excess Emissions Page 9 of 10



Boiler 1 Excess Emissions

Colmac Energy
CO Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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EXCESS EMISSIONS REPORTS
BOILER #2 CEMS



Boiler 2 Excess Emissions

Colmac Energy
NOx ppm @3% 02 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.

CeDAR Reports 1/15/2019 6:49 AM, Boiler 2 Excess Emissions Page 1 of 10



Boiler 2 Excess Emissions

Colmac Energy
NOx Ib/mmbtu 30 SOD Rig Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
NOx Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.

CeDAR Reports 1/15/2019 6:49 AM, Boiler 2 Excess Emissions Page 3 of 10



Boiler 2 Excess Emissions

Colmac Energy
NOx Ibs/day Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
SO2 ppm @3% O2 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.

CeDAR Reports 1/15/2019 6:49 AM, Boiler 2 Excess Emissions Page 5 of 10



Boiler 2 Excess Emissions

Colmac Energy
SO2 ppm @3% 02 30 SOD Rlg Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.

CeDAR Reports 1/15/2019 6:49 AM, Boiler 2 Excess Emissions Page 6 of 10



Boiler 2 Excess Emissions

Colmac Energy
S02 Ib/mmbtu 30 SOD RIg Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.

CeDAR Reports 1/15/2019 6:49 AM, Boiler 2 Excess Emissions Page 7 of 10



Boiler 2 Excess Emissions

Coimac Energy
SO02 Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
CO ppm @3% O2 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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Boiler 2 Excess Emissions

Colmac Energy
‘CO Ib/hr 3-Hr Rolling Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action
CO Ib/hr 3-Hr Rolling 12/4/2018 12:00 AM  5:59 AM 6 hours 14.0 13.0 14.0 13 Cal gas regulator Cal gas regulator
failed. replaced, and back in
service.
Total duration 6 hours
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EXCESS EMISSIONS REPORTS
STACK CEMS



Boilers Stack Excess Emissions

Colmac Energy
Opacity % 3-Min Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter ' Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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- Boilers Stack Excess Emissions

Colmac Energy
Opacity % 6-Min Avg Excess Emissions for 10/1/2018 thru 12/31/2018

Parameter Start End Duration Value Min Max Limit Reason Action

There are no excess emissions for this report.
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: South Coast Air Quality Management District Malil To:
- Form 500-N SCAGMD

- N Tk e P.O. Box 4941
' Title V - Deviations, Emergencies & Breakdowns Diamond Bar, A 91765-0941
. *This written reporl is in_addition to requirements to verbally report certain types of incidents. Verbal reports may be made by Ter: (909) 306-3385
% calling AQMD at 1-800-288-7664 (1-800-CUT-SMOG) or AQMD enforcement personnel. " www.agmd aov

Section [ - Operator Information
1. Facility Name (Business Name of Operator That Appears On Permit): 2. Valid AQMD Fagility ID (Available On Pemmit Or Invoice Issued By
. AQMD):
Desert View Power ) 100154
3, Address: 62-300 Gene Welmas Dr.
(where incident occurred) Street Address
Mecca CA 92254
City State Zip
4. Maifing Address: Same As Above
{if different fram ltem 3) Street Address
City State Zip
5. Provide the name, title, and phone number of the person to contact for further information:
Louie Lopez Shift Supervisor (760) 262-1645
Name Title Phone #
Section Il - Reporting of Breakdowns, Deviations, and Emergencies
1. This written notification is to report a(n):
Type of incident Verbal Report Due* Written Report Due
a. [] Emergency under Rule 3002{g) Within 1 hour of discovery Within 2 working days from when the emission limit was
exceeded.
b, [] Breakdown under: For Rules 430 & 2004 - Within 7 calendar days after
For Rules 430 & 2004 - Within 1 hour of breakdown is corected, but no later than 30 days from
(] Rule 430 (Non-RECLAIM) discovery. start of the breakdown, unless a written extension is
1 Rule 2004 (RECLAIM) granted.
For Rute 218 —Withir 24 hours or nexi business
O ?5'2: él?e(g;) g (f)-R(g)? LAIM) day for failure/shutdown exceeding 24 hours For Rule 218 - With required semi-annual reports.
¢. [X}] Deviation with excess emissions Within 72 hours of discavery of the deviation or ~ Within 14 days of discovery of the deviation.
[See Title V Permit, Section K, Condition No, 22B) shorter reparting period if required by an
applicable State or Federal Regulation.
d. ] Other Deviation None With required semi-annual monitoring reports.
[See Title V Permit, Section K, Condition Nos. 220 & 23]
2. Theincident was first discovered by; _Louie Lopez on 11/13/2018 01:00 Y
Name Date Time « PM
3. The incident was first reported by: _Operator #12 on 11/13/2018 01:27  AM
Name of AQMD Staff Person Date Time s PM
a. (+ ViaPhone
b. " InPerson Notification Number (Required): 937975
4. When did the incident actually occur? 11/13/2018 01:00 < am
Date Time & PM
Received By: Assigned By: Inspector:
DatefTime Received: Date/Time Assidned: DatefTime Received Assignment:
AQMD Date Delivered To Team: Date Reviewed Inspector Report: Date Inspected Facility:
(l)JNSEI Team: Sector: Breakdown/Deviation Notification No. Date Completed Report:
Recommended Action; Cancel Natification Grant Relief Issue NOV No, QCther:,
Final Action: Cancel Notification Grant Relief issue NOV No., Other:

© South Coast Air Quality Management District, Form 500-N (2014,07)




Colmac Energy
Mecca, CA

Boiler 1 Daily Emissions Report
November 13, 2018

Emission Limits

Daily 30-Day Rolling
NOx |bs- 648 NOXx Ib/mmBtu - 0.3
SO2 Ib/mmBtu - 1.2
NOx ppm NOx SO2 ppm $02 CO ppm Cco Process
Hour 02% NOxppm @3% 02 Ib/mmBtu NOx lbs SO2ppm @3% 02  Ib/mmBtu S02 Ibs CO ppm @3% 02  lb/mmBtu COlbs Status
00 9.6 41.2 65.3 0.091 26.84 9.7 15.4 0.030 8.81 10.0 15.8 0.013 3.97 Normal
01 9.6 41.9 66.4 0.093 27.53 9.5 15.0 0.029 8.65 10.0 15.8 0.013 3.99 Normal
02 9.8 38.0 61.3 0.086 24.70 10.3 16.6 0.032 9.34 10.0 16.1 0.014 3.95 Normal
03 9.8 39.1 63.1 0.088 25.48 79 12.7 0.025 7.42 10.0 16.1 0.014 3.98 Normal|
04 9.9 40.2 65.4 0.091 26.20 9.5 16.5 0.030 8.60 10.0 16.3 0.014 3.97 Normal
05 9.9 38.6 62.8 0.088 25.05 11.6 18.9 0.037 10.44 10.0 16.3 0.014 3.95 Normal
06 10.2 39.6 66.2 0.092 25.33 10.6 17.7 0.034 9.48 10.0 16.7 0.014 3.90 Normal
07 10.1 427 70.8 0.099 27.69 58 9.6 0.019 520 10.0 16.6 0.014 3.94 Normal
08 10.0 40.1 65.9 0.092 25.58 8.9 14.6 0.028 7.88 10.0 16.4 0.014 3.88 Normal
08 10.5 39.8 68.5 0.096 24.99 10.9 18.8 0.036 9.55 10.0 17.2 0.015 3.82 Normal
10 10.2 42.0 70.3 0.098 26.87 1041 16.9 0.033 8.99 10.0 16.7 0.014 3.89 Normal
11 9.8 52.6 84.8 0.118 38.08 8.1 13.1 0.025 8.17 10.0 16.1 0.014 4,33 Normal
12 10.1 40.6 67.3 0.094 26.61 7.0 11.6 0.023 6.38 10.0 16.6 0.014 3.99 Normal
13 Inval Inval Inval Inval inval Inval Inval Inval Inval Inval Inval Inval Inval Normal
14 inval Inval Inval Inval inval Inval Inval Inval Inval fnval Inval Inval inval Normal
15 inval Inval Inval inval inval tnval Inval Inval inval Inval inval Inval fnval Normal
16 {nval Inval Inval inval Inval Inval Inval Inval Inval Inval inval Inval fnval Normal
17 Inval Inval Inval Inval fnval Inval Inval Inval Inval Inval Inval Inval inval Normal
18 Inval Inval Inval Inval Inval fnval Inval Inval Inval Inval Inval Inval Inval Normal
19 inval Inval Inval Inval inval Inval Inval Inval Inval Inval lnval Inval fnval Normat
20 Inval Inval Inval Inval Inval Inval Inval Inval Inval Inval Invai Inval Inval Normal
21 inval Inval Inval Inval {nval Inval Inval Inval Inval Inval Inval Ilnval Inval Normat
22 Inval Inval Inval inval inval Invat Inval Inval Inval inval Inval Inval inval Normal
23 Inval Inval Inval Inval Inval Inval tnval Inval Inval tnval Inval [nval inval Normal
Average 10.0 41.3 67.5 0.094 9.2 15.1 0.029 10.0 16.4 0.014
Total 350.95 108.61 51.6
30-Day Ring 0.087 0.027
365-Day Ring 51985

CeDAR Reporis 11/13/2018 1:03 PM, Boiler 1 Daily Emissions Report
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B South Coast Air Quality Management District Mail To:
. Form N SCAQMD
. 500- R P.0. Box 4941

4 Title V - Deviations, Emergencies & Breakdowns Diamond Bar, CA 91765-0941
. *This written report is in_addition to requirements to verbally report certain types of incidents. Verbal reports may be made by Te. (903) 396-3385

calling AQMD at 1-800-288-7664 (1-800-CUT-SMOG) or AQMD enforcement personnel.

www.agmd.gov

{

1. Facility Name (Business Name of Operator That Appears On Permit) 2. Valid AQMD Facility ID (Available On Permit Or lvaice Issued By
" AQMD):
Desert View Power ) 100154
3. Address: 62-300 Gene Welmas Drive
{where incident occurred) Street Address
Mecca CA 92254-0758
City State Zip
4. Mailing Address: Same as above
(if different from ftem 3) Street Address
City State Zip
5. Provide the name, title, and phone number of the person to contact for further information:
Kevin Lawrence Operations Manager (760) 262-1644
Name Title Phone #
ahitek PC
1. This written notification is to report a(n): ) N
Type of Incident Verbal Report Due* - Written Report Due :
- a. [T] Emergency under Rule 3002(g) Within 1 hour of discovery ~ Within 2 working days from when the emission limit was !
exceeded. :
: b. [X] Breakdown under: : For Rules 430 & 2004 - Within 7 calendar days after
: For Rules 430 & 2004 - Within 1 hour of breakdown is corrected, but no later than 30 days from
Rule 430 (Non-RECLAIM) discovery. © start of the breakdown, unless a written extension is
[ Rule 2004 (RECLAIM) granted.
. For Rule 218 ~ Within 24 hours or next business )
O gﬂz QRL?e(';:)g(f‘;,(E;]: LAIM) day for faflure/shutdown exceeding 24 hours : For Rule 218 - With required semi-annual reports.
c. Deviation with excess emissions © Within 72 hours of discovery of the deviation or  Within 14 days of discovery of the deviation.
: [See Title V Permit, Section K, Condition No. 22B] shorter reporting period if required by an
: applicable State or Federal Regulation.
d. [7] Other Deviation . None With required semi-annual monitoring reports.
[See Title V Permit, Section K, Condition Nos. 22D & 23} ;
2. Theincident was first discovered by: _JO€ Pedroza on 12/04/2018 01:00 @AM
Name Date Time < PM
3. Theincident was first reported by: _Operator #7 on 12/04/2018 01:12 o AM
Name of AQMD Staff Person Date Time ¢ PM
a. (& ViaPhone
b. £ InPerson Notification Number (Required); 940164
4. When did the incident actually occur? 12/04/2018 00:00 & aMm
Date Time i PM
] Received By: Assigned By: Inspector:
Date/Time Received: Date/Time Assigned: DatefTime Received Assignment:
oy | Date Delivered To Team: Date Reviewed Inspector Report: Date Inspected Facility:
= | Team: Sector: Breakdown/Deviation Notification No. Date Completed Report:
Recommended Action: Cancel Notification Grant Relief Issue NOV No. Other:
Final Action: Cancel Notification Grant Relief Issue NOV No. Other:

© South Coast Air Quality Management District, Form 500-N (2014.07)



Boiler 2 Excess Emissions

Colmac Energy
CO tb/hr 3-Hr Rolling Excess Emissions for 12/4/2018

Parameter Start End Duration Value Min Max Limit  Reason Action
CO Ib/hr 3-Hr Rolling 12/4/2018 12:.00 AM  5:59 AM 6 hours 14.0 13.0 14.0 13 Not specified
Total duration 6 hours

CeDAR Reparts 12/5/2018 11:09 AM, Boiler 2 Excess £Emissions Page 2 of 2



South Coast Air Quality Management District Mail To:
Form 500-N SCAQMD

P.O. Box 4941

Title V - Deviations, Emergencies & Breakdowns Diamond Bar, CA 91765-0941

; . “This written report is in_addition to requirements to verbally report certain types of incidents. Verbal reports may be made by Tel: (903) 396-3385
; a calling AQMD at 1-800-288-7664 (1-800-CUT-SMOG) or AQMD enforcement personnel. -

www.agmd.gov

Section| - Operafor Information LUt L
1. Facility Name (Business Name of Operator That Appears On Pemit): 2. Valid AQMD Facility ID (Available On Permit Or Invoice Issued By

. AQMD):
Desert View Power ) 100154
3. Address: 62-300 Gene Welmas Drive
(where incident occurred) ' Street Address
Mecca CA 92254-0758
City State Zip
4. Mailing Address: Same as Above
(if different from Item 3) Street Address
City State Zip
5. Provide the name, title, and phone number of the person to contact for further information:
Kevin Lawrence Operations Manager (760) 262-1644
Name Tite Phone #
Section Il - Reporting of Breakdowns, Deviations, and Emergencies: :
1. This written notification is to report a(n):
Type of Incident - Verbal Report Due* Wiitten Report Due
a. [[] Emergency under Rule 3002(g) Within 1 hour of discovery Within 2 working days from when the emission limit was
exceeded.
b. [C] Breakdown under: For Rules 430 & 2004 - Within 7 calendar days after
For Rules 430 & 2004 - Within 1 hour of . breakdown is corrected, but no later than 30 days from
[ Rule 430 (Non-RECLAIM) " discovery. start of the breakdown, unless a written extension is
[] Rule 2004 (RECLAIM) granted.
For Rule 218 - Within 24 hours or next business
O FS"L: E(L?e(];l:) g(—;‘g)? LAIM) day for failure/shutdown exceeding 24 hours For Rule 218 - With required semi-annual reports.
:C. Deviation with excess emissions Within 72 hours of discovery of the deviation or Within 14 days of discovery of the deviation.
[See Title V Permit, Section K, Condition No. 228] shorter reporting period if required by an
applicable State or Federal Regulation.
d. [T] Other Deviation None With required semi-annual monitoring reports.
[See Title V Permit, Section K, Condition Nos. 22D & 23] .
2. The incident was first discovered by: JO€ Pedroza on 12/09/2018 10:00 i AM
Name Date Time " PM
3. The incident was first reported by: _Operator #7 on 12/09/2018 10:11 o0 AM
Name of AQMD Staff Persan Date Time o PM
a. ‘¢ ViaPhone
b. 7 InPerson Notification Number (Required): 940826
4. When did the incident actually occur? 12/09/2018 09:00 “ aM
Date Time £ PM
Received By: Assigned By: Inspector:
Date/Time Received: Date/Time Assigned: Date/Time Received Assignment:
A amp Date Delivered To Team: Date Reviewed inspector Report: Date Inspected Facility:
(;JNSIFY Team: Sector: Breakdown/Deviation Notification No. Date Completed Report:
- | Recommended Action: Cancel Notification Grant Refief Issue NOV No. Other:
Final Action: Cancel Notification Grant Relief Issue NOV No., Other:

®© South Coast Air Quality Management District. Form 500-N (2014.07)



Boiler 1 Excess Emissions

Colmac Energy
SO2 Ib/hr 3-Hr Rolling Excess Emissions for 12/9/2018

Parameter Start End Duration Value Min Max Limit Reason Action
SO2 Ib/hr 3-Hr Rolling 12/9/2018 9:00 AM 9:59 AM 1 hour 12.0 12.0 12.0 12 Not specified
Total duration 1 hour

CeDAR Reports 12/10/2018 11:16 AM, Boiler 1 Excess Emissions Page 8 of 10



Desert View Power, Inc.  an affiliate of

(reenleaf
POWER

November 13, 2018
DVP-180021

Mr. David Jones

Air Pollution Control Officer

South Coast Air Quality Management District
21865 East Copley Drive

Diamond Bar, California 91765-4182

Subject: Monthly Report of Excess Emissions for October 2018

SCAQMD FILE # 100154

Dear Mr. Jones:

Excess emissions summaries for each boiler for September 2018 are attached.

Emission concentration limits (ppm) do not apply during the normal start up and shut down
conditions for each boiler. Thus, exceedences within the permit limits during start up and shut
down, as defined in the amendment, are not applicable and as such not reportable.

Please call if you have any questions or comments. | can be reached at (760) 262-1653.

Sincerely,

ames Russell Huffifan

Vice President of CA operations / Plant Manager




Desert View Power, Inc.  an affiliare of

(Greenleaf
POWER

Page 2

encl

cc:
Chief, Stationary Source Division
California Air Reséﬁréés Board
P.O. Box 2815

Sacramento, CA 95814

Director, Air Management Division
Attention: Air-5
U.S. Environmental Protection Agency

75 Hawthorne Street

San Francisco, CA 94105-3901




DESERT VIEW POWER PLANT
EXCESS EMISSIONS REPORT

BOILER #1
October 201

8

Hours Operated: 708.000 hrs

Quarterly Excess Reading at 3% 02
Boiler Report Emission Duration [ Average | Maximum | Permit
Number Code number Date Limit Exceeded (hrs) Value Value Limit Comments
CEMS CEMS CEMS
10/7/2018 Nox ppm@3%02 2 CEM taken out of service for maintenance.
10/27/2018 Nox ppm@3%02 7 CEM taken out of service for maintenance.
10/31/2018 Nox ppm@3%02 10 CEM taken out of service for maintenance.
10/7/2018 Nox Ib/mmbtu 2 CEM taken out of service for maintenance.
10/27/2018 Nox Ib/mmbtu 7 CEM taken out of service for maintenance.
10/31/2018 Nox Ib/mmbtu 10 CEM taken out of service for maintenance.
10/7/2018 Nox Ib/hr 4 CEM taken out of service for maintenance.
10/7/2018 S02 ppm@3%02 2 CEM taken out of service for maintenance.
10/27/2018 SO2 ppm@3%02 7 CEM taken out of service for maintenance.
10/31/2018 S02 ppm@3%02 10 CEM taken out of service for maintenance.
10/7/2018 $02 Ib/mmbtu 2 CEM taken out of service for maintenance.
10/27/2018 S02 Ib/mmbtu 7 CEM taken out of service for maintenance.
10/31/2018 S02 Ib/mmbtu 10 CEM taken out of service for maintenance.
10/7/2018 S02 Ib/hr 2 CEM taken out of service for maintenance.
10/5/2018 CO ppm@3%02 1 CEM taken out of service for maintenance.
10/6/2018 CO ppm@3%02 1 CEM taken out of service for maintenance.
10/7/2018 CO ppm@3%02 2 CEM taken out of service for maintenance.
10/27/2018 CO ppm@3%02 7 CEM taken out of service for maintenance.
10/31/2018 CO ppm@3%02 10 CEM taken out of service for maintenance.
10/5/2018 CO Ib/hr 1 CEM taken out of service for maintenance.
10/6/2018 CO Ib/hr 1 CEM taken out of service for maintenance.
10/31/2018 CO Ibhr 10 CEM taken out of service for maintenance.
NOTE: 1. The term ALL is used in the Limit Exceeded column to indicate the following:

(Nox ppm, Nox Ib/hr, Co ppm, Co Ib/hr, So2 ppm, & So2 Ib/hr)




DESERT VIEW POWER PLANT
EXCESS EMISSIONS REPORT

BOILER #2
October 2018
Hours Operated: 743 hrs
Quarterly  Excess Reading at 3% 02
Boiler Report Emission Duration ["Avérage | Maximum | Permyi
Number Code number Date Limit Exceeded (hrs) Value Value Limit Comments
CEMS CEMS CEMS
10/6/2018 Nox ppm@3%02 1 CEM taken out of service for maintenance.
10/7/2018 Nox ppm@3%02 3 CEM taken out of service for maintenance.
10/14/2018 Nox ppm@3%02 9 CEM taken out of service for maintenance.
10/15/2018 Nox ppm@3%02 7 CEM taken out of service for maintenance.
10/27/2018 Nox ppm@3%02 6 CEM taken out of service for maintenance.
10/6/2018 Nox Ib/mmbtu 1 CEM taken out of service for maintenance.
10/7/2018 Nox Ib/mmbtu 3 CEM taken out of service for maintenance.
10/14/2018 Nox Ib/mmbtuy 9 CEM taken out of service for maintenance.
10/15/2018 Nox Ib/mmbtu 7 CEM taken out of service for maintenance.
10/27/2018 Nox tb/mmbtu 6 CEM taken out of service for maintenance.
10/7/2018 Nox Ib/hr 3 CEM taken out of service for maintenance.
10/14/2018 Nox Ib/hr 9 CEM taken out of service for maintenance.
10/15/2018 Nox Ib/hr 7 CEM taken out of service for maintenance.
10/6/2018 SO2 ppm@3%02 1 CEM taken out of service for maintenance.
10/7/2018 S02 ppm@3%02 3 CEM taken out of service for maintenance.
10/14/2018 S02 ppm@3%02 9 CEM taken out of service for maintenance.
10/15/2018 $S02 ppm@3%02 7 CEM taken out of service for maintenance.
10/27/2018 S02 ppm@3%02 6 CEM taken out of service for maintenance,
10/6/2018 S02 Ib/mmbtu 1 CEM taken out of service for maintenance.
10/7/2018 S02 Ib/mmbtu 3 CEM taken out of service for maintenance.
10/14/2018 SO2 Ib/mmbty 9 CEM taken out of service for maintenance.
10/15/2018 S02 Ib/mmbtu 7 CEM taken out of service for maintenance.
10/27/2018 S02 Ib/mmbtu 6 CEM taken out of service for maintenance.
10/7/2018 SO2 Ib/hr 3 CEM taken out of service for maintenance.
10/14/2018 502 Ib/hr 9 CEM taken out of service for maintenance.
10/15/2018 SO2 Ib/hr 7 CEM taken out of service for maintenance.
10/6/2018 CO ppm@3%02 1 CEM taken out of service for maintenance.
10/7/2018 CO ppm@3%02 3 CEM taken out of service for maintenance.
10/14/2018 CO ppm@3%02 9 CEM taken out of service for maintenance.
10/15/2018 CO ppm@3%02 7 CEM taken out of service for maintenance.
10/16/2018 CO ppm@3%02 1 CEM taken out of service for maintenance.
10/27/2018 CO ppm@3%02 6 CEM taken out of service for maintenance.
10/6/2018 CO Io/hr 1 CEM taken out of service for maintenance.
10/7/2018 CO Ibihr 3 CEM taken out of service for maintenance.
10/14/2018 CO Ib/hr 9 CEM taken out of service for maintenance.
10/15/2018 CO Ib/hr 7 CEM taken out of service for maintenance.
10/16/2018 CO Ib/hr 1 CEM taken out of service for maintenance.
NOTE: 1. The term ALL is used in the Limit Exceeded column to indicate the following:

(Nox ppm, Nox Ib/hr, Co ppm, Co Ib/hr, S02 ppm, & So2 Ib/hr)



DESERT VIEW POWER PLANT
EXCESS EMISSIONS REPORT

STACK
October 2018
Hours Operated: 744.000 hrs
Quarterly Excess Reading at 3% 02
Boiler Report Emission Limit Duration ["Average [Maximum]_ Permi
Number Code number Date Exceeded (hrs) Value Value Limnit Comments
CEMS CEMS CEMS
10/1/2018 | Opacity%6-Min 14.10 CEM taken out of service for maintenance.
10/2/2018 | Opacity%6-Min 13.20 CEM taken out of service for maintenance.
10/3/2018 | Opacity%6-Min 11.40 CEM taken out of service for maintenance.
10/4/2018 | Opacity%6-Min 20.40 CEM taken out of service for maintenance,
10/5/2018 | Opacity%6-Min 5.3 CEM taken out of service for maintenance,
10/10/2018| Opacity%6-Min 3.40 CEM taken out of service for maintenance.
10/11/2018 | Opacity%6-Min 10.30 CEM taken out of service for maintenance.
NOTE: 1. The term ALL is used in the Limit Exceeded column to indicate the following:
(Nox ppm, Nox Ib/hr, Co ppm, Co Ib/hr, S02 ppm, & So2 Ib/hr)




Degert View Power, Inc. an atfiliare of

(reenleaf
P POWER

January 11, 2019
DVP-190001

Mr. David Jones

Air Pollution Control Officer

South Coast Air Quality Management District

21865 East Copley Drive

Diamond Bar, California 91765-4182

Subject: Monthly Report of Excess Emissions for December 2018

SCAQMD FILE # 100154

Dear Mr. Jones:

Excess emissions summaries for each boiler for December 2018 are attached.

Emission concentration limits (ppm) do not apply during the normal start up and shut down
conditions for each boiler. Thus, exceedences within the permit limits during start up and shut
down, as defined in the amendment, are not applicable and as such not reportable.

Please call if you have any questions or comments. | can be reached at (760) 262-1653.

Sincerely,

v

ames Russell Huffm%n

Vice President of CA operations / Plant Manager




1

Desert View Power, Inc.  an afiliate of
.

3 Greenlea
POWER

Page 2

encl

cc:
Chief, Stationary Source Division
California Air Resources Board
P.O. Box 2815

Sacramento, CA 95814

Director, Air Management Division
Attention: Air-5

U.S. Environmental Protection Agency
75 Hawthorne Street

San Francisco, CA 94105-3901




DESERT VIEW POWER PLANT

EXCESS EMISSIONS REPORT

BOILER #1
December 2018

Hours Operated: 695 hrs

Quarterly Excess Reading at 3% 02
Boiler Report Emission Duration [ Average [ Maximum [ Permit
Number Code number Date Limit Exceeded (hrs) Value Value Limit Comments
12/9/2018 SO Ibihr 1 31 30 |Notification #540826

1 CEMS CEMS CEMS

1 12/1/2018 Nox ppm@3% 3 CEM taken out of service for maintenance.
1 12/5/2018 Nox ppm@3% 12 CEM taken out of service for maintenance.
1 12/10/2018 Nox ppm@3% 4 CEM taken out of service for maintenance.
1 12/15/2018 Nox ppm@3% 2 CEM taken out of service for maintenance.
1 12/16/2018 Nox ppm@3% 12 CEM taken out of service for maintenance.
1 12/18/2018 Nox ppm@3% 1 CEM taken out of service for maintenance.
1 12/24/2018 | Nox ppm@3% 2 CEM taken out of service for maintenance.
1 12/28/2018 Nox ppm@3% 1 CEM taken out of service for maintenance.
1 12/1/2018 Nox Ib/mmbtu 3 CEM taken out of service for maintenance.
1 12/5/2018 Nox Ib/mmbtu 12 CEM taken out of service for maintenance.
1 12/10/2018 Nox Ib/mmbtu 4 CEM taken out of service for maintenance.
1 12/15/2018 Nox lbo/mmbtu 2 CEM taken out of service for maintenance.
1 12/16/2018 Nox Ib/mmbtu 12 CEM taken out of service for maintenance.
1 12/18/2018 Nox Ib/mmbtu 1 CEM taken out of service for maintenance.
1 12/24/2018 Nox Ib/mmbtu 2 CEM taken out of service for maintenance.
1 12/28/2018 Nox Ib/mmbtu 1 CEM taken out of service for maintenance.
1 12/1/2018 Nox lo/hr 3 CEM taken out of service for maintenance.
1 12/5/2018 Nox Ib/hr 12 CEM taken out of service for maintenance.
1 12/10/2018 Nox Ib/hr 4 CEM taken out of service for maintenance.
1 12/15/2018 Nox Ib/hr 2 CEM taken out of service for maintenance.
1 12/16/2018 Nox Ib/hr 12 CEM taken out of service for maintenance.
1 12/18/2018 Nox lb/hr 1 CEM taken out of service for maintenance.
1 12/24/2018 Nox Ib/hr 1 CEM taken out of service for maintenance.
1 12/28/2018 Nox Ib/hr 1 CEM taken out of service for maintenance.
1 12/1/2018 SO2 ppm@3% 3 CEM taken out of service for maintenance.
1 12/5/2018 SO2 ppm@3% 12 CEM taken out of service for maintenance.
1 12/10/2018 SO2 ppm@3% 4 CEM taken out of service for maintenance.
1 12/15/2018 SO2 ppm@3% 2 CEM taken out of service for maintenance.
1 12/16/2018 [  SO2 ppm@3% 12 CEM taken out of service for maintenance.
1 12/18/2018 SO2 ppm@3% 1 CEM taken out of service for maintenance.
1 12/24/2018 SO2 ppm@3% 2 CEM taken out of service for maintenance.
1 12/1/2018 SO2 Ib/mmbtu 3 CEM taken out of service for maintenance.
1 12/5/2018 SO2 Ib/mmbtu 12 CEM taken out of service for maintenance.
1 12/10/2018 SO2 Ib/mmbtu 4 CEM taken out of service for maintenance.
1 12/15/2018 SO2 Ib/mmbtu 2 CEM taken out of service for maintenance.
1 12/16/2018 SO2 Ib/mmbtu 12 CEM taken out of service for maintenance.
1 12/18/2018 SO2 Ib/mmbtu 1 CEM taken out of service for maintenance.
1 12/24/2018 502 lp/mmbtu 2 CEM taken out of service for maintenance.
1 12/5/2018 SO2 Ib/hr 12 CEM taken out of service for maintenance.
1 12/10/2018 SO2 Ib/hr 4 CEM taken out of service for maintenance.
1 12/15/2018 S02 Ib/hr 2 CEM taken out of service for maintenance.
1 12/16/2018 SO2 Ibhr 12 CEM taken out of service for maintenance.
1 12/18/2018 SO2 Io/hr 1 CEM taken out of service for maintenance.
1 12/24/2018 SO2 lbfhr 1 CEM taken out of service for maintenance.
1 12/1/2018 | CO ppm @3% 02 3 CEM taken out of service for maintenance.
1 12/3/2018 | CO ppm @3% O2 1 CEM taken out of service for maintenance.
1 12/5/2018 | CO ppm @3% 02 12 CEM taken out of service for maintenance.
1 12/10/2018 | CO ppm @3% O2 4 CEM taken out of service for maintenance.
1 12/15/2018 | CO ppm @3% 02 2 CEM taken out of service for maintenance.
1 12/16/2018 | CO ppm @3% 02 12 CEM taken out of service for maintenance.
1 12/18/2018 | CO ppm @3% 02 1 CEM taken out of service for maintenance.
1 12/24/2018 | CO ppm @3% 02 2 CEM taken out of service for maintenance.
1 12/3/2018 CO lbihr 1 CEM taken out of service for maintenance.
1 12/5/2018 CO Ibjhr 12 CEM taken out of service for maintenance.
1 12/10/2018 CO Ib/hr 4 CEM taken out of service for maintenance.
1 12/15/2018 CO Ipfhr 2 CEM taken out of service for maintenance.
1 12/16/2018 CO Ibthr 12 CEM taken out of service for maintenance.
1 12/18/2018 CO Ibihr 1 CEM taken out of service for maintenance.
1 1272472018 CO Tbthr il CEM taken out of service for maintenance.

NOTE: 1. The term ALL is used in the Limit Exceeded column to indicate the following:

(Nox ppm, Nox Ib/hr, Co ppm, Co Ib/hr, So2 ppm, & So2 Ib/hr)




DESERT VIEW POWER PLANT
EXCESS EMISSIONS REPORT

BOILER #2

December 2018

Hours Operated: 591 hrs

Quarterl Excess Reading at 3% 02
Boiler Repony Emission Duration ["Average m%m—pe—mr
Number Code number Date Limit Exceeded (hrs) Value Value Limit Comments
12/4/2018 CO Iofhr 6 14 14 13 Notification #540164
CEMS CEMS CEMS
2 12/2/2018 Nox ppm@3% 2 CEM taken out of service for maintenance.
2 12/4/2018 Nox ppm@3% 3 CEM taken out of service for maintenance.
2 12/7{2018 Nox ppm@3% 3 CEM taken out of service for maintenance.
2 12/8/2018 Nox ppm@3% 10 CEM taken out of service for maintenance.
2 12/9/2018 Nox ppm@3% 5 CEM taken out of service for maintenance.
2 12/13/2018 Nox ppm@3% 7 CEM taken out of service for maintenance.
2 12/14/2018 Nox ppm@3% 2 CEM taken out of service for maintenance.
2 12/24/2018 Nox ppm@3% 1 CEM taken out of service for maintenance.
2 12/2/2018 Nox 2 CEM taken out of service for maintenance.
2 12/412018 Nox 3 CEM taken out of service for maintenance.
2 121712018 Nox 3 CEM taken out of service for maintenance.
2 12/8/2018 Nox Ib/mmbiu 10 CEM taken out of service for maintenance.
2 12/9/2018 Nox Ib 5 CEM taken out of service for maintenance.
2 12/13/2018 Nox 7 CEM taken out of service for maintenance.
2 12/14/2018 Nox Ib/mmbiu 2 CEM taken out of service for maintenance.
2 12/24/2018 Nox Ib/mmb 1 CEM taken out of service for maintenance.
2 12/2{2018 Nox Ib/hr 2 CEM taken out of service for maintenance.
2 12/4/12018 Nox Ibhr 4 « _|CEM taken out of service for maintenance.
2 12/9/2018 Nox Ibhr 1 CEM taken out of service for maintenance.
2 12/14/2018 Nox Ib/hr 2 CEM taken out of service for maintenance.
2 12/18/2018 Nox Ih/hr 1 CEM taken out of service for maintenance.
2 12/24/2018 Nox Ib/hr 1 CEM taken out of service for maintenance.
2 12/2/2018 S02 ppm@3% 2 CEM taken out of service for maintenance.
2 12/4/2018 SO2 ppm@3% 3 CEM taken out of service for maintenance.
2 12/7/2018 SO2 ppm@3% 3 CEM taken out of service for maintenance.
2 12/8/2018 SO2 ppm@3% 10 CEM taken out of service for maintenance.
2 12/9/12018 SO2 ppm@3% 5 CEM taken out of service for maintenance.
2 12/13/2018 |  SO2 ppm@3% 7 CEM taken out of service for maintenance.
2 12/14/2018 |  SO2 ppm@3% 2 CEM taken out of service for maintenance.
2 12/2/2018 S02 Iymmbtu 2 CEM taken out of service for maintenance.
2 12/4/2018 SO2 Ib/mmbtu 3 CEM taken out of service for maintenance.
2 12/7/12018 SO2 bl 3 CEM taken out of service for maintenance.
2 12/8/2018 SO2 ib/mmbtu 10 CEM taken out of service for maintenance.
2 12/9/2018 S02 5 CEM taken out of service for maintenance.
2 12/13/2018 SO2 7 CEM taken out of service for maintenance.
2 12/14/2018 |  SO2 It/mmbtu 2 CEM taken out of service for maintenance.
2 12/4/2018 502 iblhr 4 CEM taken out of service for maintenance.
2 12/9/2018 S02 lohr 1 CEM taken out of service for maintenance.
2 12/14/2018 SO2 Ibhr 2 CEM taken out of service for maintenance.
2 12/18/2018 SO2 Ib/hr 1 CEM taken out of service for maintenance.
2 12/1/2018 | CO ppm @3% 02 4 CEM taken out of service for maintenance.
2 12/2/2018 | CO ppm @3% 02 2 CEM taken out of service for maintenance. -
2 12/4/2018 | CO ppm @3% 02 3 CEM taken out of service for maintenance.
2 12/7/2018 | CO ppm @3% 02 4 CEM taken out of service for maintenance.
2 12/8/2018 | CO ppm @3% O2 13 CEM taken out of service for maintenance.
2 12/9/2018 | CO ppm @3% 02 14 CEM taken out of service for maintenance.
2 12/13/2018 | CO ppm @3% 02 7 CEM taken out of service for maintenance.
2 12/14/2018 | CO ppm @3% 02 4 CEM taken out of service for maintenance.
2 12/1/2018 CO Infhr 4 CEM taken out of service for maintenance.
2 12/4/12018 CO Ib/hr 4 CEM taken out of service for maintenance.
2 12/7/2018 CO Ibhr 1 CEM taken out of service for maintenance.
2 12/8/2018 CO Ib/hr 4 CEM taken out of service for maintenance.
2 12/9/18121 CO Ib/hr 10 CEM taken out of service for maintenance.
2 12/14/2018 CO bihr 4 CEM taken out of service for maintenance.
2 12/18/2018 CO Ib/hr 1 CEM taken out of service for maintenance.
NOTE: 1. The term ALL is used in the Limit Exceeded column to indicate the following:

{Nox ppm, Nox Ib/hr, Co ppm, Co Ib/hr, So2 ppm, & So2 Ib/hr)




DESERT VIEW POWER PLANT
EXCESS EMISSIONS REPORT

STACK

December 2018

Hours Operated: 744.000 hrs

Quarterly  Excess Reading at 3% 02
Boiler Report  Emission Limit Duration [ Average [Maximum ermi
Number Code number Date Exceeded| (hrs) Value Value Limit Comments

CEMS CEMS CEMS
12/14/2018 1.30 CEM taken out of service for maintenance.
12/17/2018 0.20 CEM taken out of service for maintenance.
12/24/2018 2.00 CEM taken out of service for maintenance.
12/26/2018 0.40 CEM taken out of service for maintenance.
12/31/2018 0.10 CEM taken out of service for maintenance.

NOTE: 1. The term ALL is used in the Limit Exceeded column to indicate the following:

{Nox ppm, Nox Ib/hr, Co ppm, Co Ibfhr, So2 ppm, & So2 Ib/hr)



S4WC®

s C® A
South Coast Air Quality Management District Mail To:
Form 500-N SCAQMD
_ . R P.0. Box 4941
Title V - Deviations, Emergencies & Breakdowns Diamond Bar, CA 91765-0941
*This written report is in addition to requirements to verbally report certain types of incidents. Verbal reports may be made by Tel: (609) 396-3385
calling AQMD at 1-800-288-7664 (1-800-CUT-SMOG) or AQMD enforcement personnel. ) wiw.aqmd.gov

‘Section:| . Opeator Information - S
1. Facility Name (Business Name of Operator That Appears On Pemit):

2. Valid AQMD Facllity ID {Avai!able bn Permit Or Invoice Issued By -

. AQMD):
Desert View Power ) 100154
3. Address: 62-300 Gene Welmas Drive
{where incident occurred) Street Address
Mecca CA 92254-0758
City State Zip
4. Mailing Address: Same as Above
(if different from Item 3) Street Address
City State Zip
§. Provide the name, title, and phone number of the person to contact for further information:
Kevin Lawrence Operations Manager (760) 262-1644

Title Phone #

viations, and Emergencies -

- Type of Incident : Verbal Report Due* " Written Report Due
- a. [] Emergency under Rule 3002(g) " Within 1 hour of discovery * Within 2 working days from when the emission imit was -
: : . exceeded.
" b. [] Breakdown under: ¢ For Rules 430 & 2004 - Within 7 calendar days after
For Rules 430 & 2004 - Within 1 hour of : breakdown is corrected, but no later than 30 days from
. [J Rule 430 (Non-RECLAIM) * discovery. - start of the breakdown, unless a written extension is
[C] Rule 2004 (RECLAIM) ' granted.
- For Rule 218 — Within 24 hours or next business -
O {Rsl:el: é:,?e(;l?g&gg LAIM) : day for failure/shutdown exceeding 24 hours For Rule 218 - With required semi-annual reporls.
‘e, Deviation with excess emissions " Within 72 hours of discoyery o{ the deviation or Within 14 days of discovery of the deviation.
{See Title V Permit, Section K, Condition No. 22B] ~ shorler reporting period if required by an

applicable State or Federal Regulation.

d. [ Other Deviation None © With required semi-annual monitoring reports.
[See Title V Permit, Section K, Condition Nos. 22D & 23} . ’

2. Theincident was first discovered by: JO€ Pedroza on 12/09/2018 10:00 > aM
Name Date Time > PM
3. The incident was first reported by: _Operator #7 on 12/09/2018 10:11 5 AM
Name of AQMD Staff Person Date Time  PM
a. {8 ViaPhone
b. © InPerson Notification Number (Required): 540826
4. When did the incident actually occur? 12/09/2018 09:00 &AM
Date Time O PM
"'| Received By: Assigned By: Inspector:

Date/Time Received: Date/Time Assigned: DatefTime Received Assignment:

: | Date Delivered To Team: Date Reviewed Inspector Report: Date Inspected Facility:

Team: Sector: Breakdown/Deviation Notification No. Date Completed Report:

Recommended Action: Cancel Notification Grant Relief Issue NOV No. Other.

o ‘| Final Action: Cancel Notification Grant Relief Issue NOV No, Other;
© South Coast Air Quality Management District, Form 500-N {2014.07)




Boiler 1 Excess Emissions

Colmac Energy
S0O2 Ib/hr 3-Hr Rolling Excess Emissions for 12/9/2018

Parameter Start End Duration Value Min Max Limit Reason Action
S02 Ib/hr 3-Hr Rolling 12/9/2018 9:00 AM 9:59 AM 1 hour 12.0 12.0 12.0 12 Not specified
Total duration 1 hour

CeDAR Reports 12/10/2018 11:16 AM, Boiler 1 Excess Emissions
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E South Coast Air Quality Management District
¥ Form 500-N
t Title V - Deviations, Emergencies & Breakdowns

D calling AQMD at 1-800-288-7664 (1-800-CUT-SMOG) or AQMD enforcement personnel,

*This written report is in_addition to requirements to verbally report certain types of incidents. Verbal reports may be made by

Mail To:

SCAQMD

P.0. Box 4941

Diamond Bar, CA 91765-0941

Tel: (909) 396-3385
www.aqmd.gov

1. Facility Name (Business Name of Operator That Appears On Permit):

. Valid AQMD Facility ID (Available On Permit Or ivaice Issued By

5. Provide the name, title, and phone number of the person to contact for further information:

Kevin Lawrence Operations Manager

D):
Desert View Power AQD) 100154
3. Address: 62-300 Gene Welmas Drive
{where incident occurred) Street Address
Mecca CA 92254-0758
City State Zip
4, Mailing Address: Same as above
(if different from Item 3) Street Address
City State Zip

(760) 262-1644

Name Tnle

Phone #

1. This written notification istoreportap):

Verbal ReportDue -

: Type of Incldent
: a D Emergency under Rule 3002(9) § Within 1 hour of dlscovery

‘b. IZ Breakdown under ;
¢ For Rules 430 & 2004 - Within 1 hour of

‘ V\ﬁthm 72 hours ol dlscovery of the dev»ahon or
; shorter reporting period if required by an
; applicable State or Federal Regulation.

E c. |Z] Devuahon with excess emissions
: [See Title V Permit, Section K, Condition No. 228}

i None

) Wthm 2 wodqng days from when the emission hmlt was !
: exceeded :

e vm s s o st e it e e S e e e s v s

* breakdown s corrected, but no later than 30 days from -

granted.

; [] Rule 430 (Non-RECLAIM)  discovery.
[ Rule 2004 (RECLAIM) : :
g For Rule 218 ~ Within 24 hours or next business :
O Fsl::: é:l?e(';fg(&g(]: LAIM) 1 day for failure/shutdown exceeding 24 hours

f For Rule 218 - With required semi-annua repods.

; Wthln 14 days a[ dlscovery of the dewabon

Wntten Reporl Due

For Rules 430 & 2004 Wthm 7 calendaf days aﬁer

start of the breakdown, unless a written extension is

. 1 Other Deviation : With required semi-annual monitoring reports.
[See Title V Permit, Section K, Condition Nos. 22D & 23] : !
2. Theincident was first discovered by: _Joe Pedroza on 12/04/2018 01:00 & am
Name Date Time . PM
3. The incident was first reported by: _Operator #7 on 12/04/2018 01:12 @AM
Name of AQMD Staff Person Date Time . PM
a. {s; ViaPhone
b. * InPerson Notification Number (Required): 540164
4. When did the incident actually occur? 12/04/2018 00:00 & M
Date Time > PM
Received By: Assigned By: Inspector;
Date/Time Received: Date/Time Assigned: Date/Time Received Assignment:
~.| Date Delivered To Team: Date Reviewed Inspector Report: Date Inspected Facility:
Team: Sector: Breakdown/Deviation Notification No. Date Completed Report:
Recommended Action: Cancel Notification Grant Relief Issue NOV No. Other:
Final Action: Cancel Notification Grant Relief Issue NOV No. Other:;

© South Coast Air Quality Management District, Form 500-N (2014.07)
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Boiler 2 Excess Emissions @
Colmac Energy
CO Ib/ar 3-Hr Rolling Excess Emissions for 12/4/2018
Parameter Start End Duration Value Min Max Limit  Reas®h Action
COlb/hr3-HrRolling  12/4/2018 12:00AM 559 AM 6 hours 14.0 13.0 14.0 13 Not s@ciﬁed
Total duration 6 hours

@ost e % edolk @0y

L
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CeDAR Reports 12/5/2018 11:09 AM, Boller 2 Excess Emissions
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